City or HOUSTON Bill White

Strategic Purchasing Division Mayor
Administration and Regulatory Affairs RS
Department City Purchasing Agent
P.O. Box 1562

Houston, Texas 77251-1562

February 20, 2008 F.713.247.1811

http://purchasing.houstontx.gov

Subject: Letter of Clarification No. 1,
Forklifts and Articulating Boom for
The Houston Airport System

Reference: Invitation to Bid No.: S34-N22772
Bid Due Date: March 6, 2008 at 10:30 a.m.

To All Prospective Suppliers:
This letter of Clarification is issued for the following reason:
To revise the above referenced solicitation as follows:

1. Replace Pages 9 of 23 through 15 of 23 of the original bid document specifications and
terms & conditions with the attached Pages 9 of 23 through 15 of 23, marked Revised
February 20, 2008.

When issued, Letter(s) of Clarification shall automatically become a part of the bid documents
and shall supersede any previous specification(s) and/or provision(s) in conflict with the
Letter(s) of Clarification. It is the responsibility of the bidder to ensure that it has obtained all
such letter(s). By submitting a bid on this project, bidder shall be deemed to have received all
Letter(s) of Clarification and to have incorporated them into his bid.

If you should have any questions, or if further clarification is needed regarding this Invitation for
Bid, please contact me.

ot

Larry Benka
Procurement Specialist

Attachment: Bid Document Specifications and Terms & Conditions, Pages 9 of 23 through 15 of
23, marked Revised February 20, 2008.
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Council Members: Toni Lawrence Jarvis Johnson Anne Clutterbuck Wanda Adams Mike Sullivan M.J. Khan, P.E. Pam Holm Adrian Garcia
James Rodriguez Peter Brown Sue Lovell Melissa Noriega Ronald C. Green Jolanda “Jo” Jones Controller: Annise D. Parker



BID INVITATION NO. S34-N22772
SECTIONB
SPECIFICATIONS

PART Ii

TECHNICAL SPECIFICATIONS

FORKLIFT - DIESEL POWERED
PR NO. 10030587 - HAS

1.1 EQUIPMENT SPECIFICATIONS:

ITEM NO. 1:

FORKLIFT MANUFACTURER REFERENCE MODEL
Clark C35D
Doosan D35C
YALE GPO70VX

or City approved equal

SPECIFICATIONS

REQUIREMENTS

Lift Capacity 7,000 Ibs Minimum ON 24 inch center
Steering Hydrostatic
Brakes Service and Parking
Weight Approximately 11,500 Ibs.
Mast Three Stage
Lifting Height 182 inches (minimum)
Free Lift 50-65 Inches (minimum)
Tilt 5 degree Forward & 5 degree Back (Minimum)
Forks 48 Inches - standard
Engine
Fuel Source Diesel
Intake High Air
Filtration Dual Element
Battery 12 Volt maintenance free
Horsepower 55 (minimum)
Tires Solid Pneumatic, 2-front, 2-rear
Carriage
Positioners Side Shifting — Fork Positions
Backrest, Load 46 to 49 inches
Data Plate Must Reflect Load and Configuration of Machine
OPERATOR COMPARTMENT AND REQUIREMENTS
SAFETY FEATURES
Overhead Guard Steel
Markings and/or Safety Decals Decal must be in English
Grab Handles Both Sides

Seat Suspension with operator restraints
Starter Switch with Neutral and Anti-Start One — OEM Standard

Amber Safety Strobe One

Horn One — OEM Standard

Towing Coupler with Counterweight

One — OEM Standard

Complete Light Package

OEM Standard

Back-up Alarm

One — OEM Standard

Work Lights — Switched Separate

Two Front - One Rear

Fire Extinguisher

One - 5-Ib ABC Refillable, conveniently mounted

INSTRUMENTATION

REQUIREMENTS

Fuel Indicator

One — OEM Standard

Coolant Temperature Indicator

One — OEM Standard

Hour Indicator

One — OEM Standard

Oil Pressure Indicator

One — OEM Standard

Charging System indicator

One — OEM Standard

Transmission Oil Temperature Indicator

One — OEM Standard

Ignition Keys

Two
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SECTIONB
SPECIFICATIONS

PART i

TECHNICAL SPECIFICATIONS
ITEM NO. 1 FORKLIFT - DIESEL POWERED (CONTINUED)

1.2

13

1.4

1.5

1.6

1.7

TRAINING:

1.2.1  Successful bidder shall provide two separate 2 hour sessions of instruction to City personnel on the use,
operation, maintenance, and safety aspects of the unit at no additional cost to the City. Training of
Houston Airport System personnel on all equipment indicated in this bid shall be completed within 30
days of delivery and acceptance. The Houston Airport System may at its discretion extend the time up to
90 days. This training will be conducted on site by a qualified trainer.

LITERATURE:

1.3.1  One (1) complete set of parts, service, and operator's instruction manuals shall be delivered with each
unit.

SAFETY:

1.4.1  All equipment supplied must meet all current applicable City, State of Texas, and Federal safety
regulations including OSHA requirements. Equipment must have all pertinent guards, lockouts,
shutdowns, safety decals etc. for safe operation. All components must be rated for maximum pressure
and must meet all applicable safety requirements. If special safety instructions are required for operator’s
safety, the instructions must be provided with each unit at time of delivery. All parts which form part of the
equipment must conform in design, strength and quality of material and workmanship to the highest

standards of engineering practice.

ASSEMBLY:

1.5.1  Unit shall be delivered completely assembled, properly lubricated, and ready for use.

WARRANTY:

1.6.1  Minimum one (1) year warranty on both parts and workmanship shall be provided. The warranty period
shall commence the date the City officially accepts the complete item(s). Any warranty work shall be
completed without cost to the City within ten (10) days after notification of a service problem. When
extended warranties are available as standard, they must be included as a part of the bid. All documents
necessary that affect all warranties must be properly applied for and submitted by the successful bidder.

1.6.2 Al applicable freight charges to and from the vendor’s repair facility for warranty repair and/or
maintenance bust be borne by the seller during the warranty period.

DELIVERY:

1.7.1  The items specified above, with delivery ticket and/or other required documents shall be delivered

PREPAID F.O.B. Destination, to the location shown on the purchase order within one hundred fifty (150)
calendar days after receipt of City of Houston Purchase Order.

Revised February 20, 2008 Page 10 of 23



SECTION B

SPECIFICATIONS

PART H

TECHNICAL SPECIFICATIONS

ITEM NO. 2 FORKLIFT - LPG POWERED
PR NO. 10030531 — HAS

2.1 EQUIPMENT SPECIFICATIONS:

FORKLIFT MANUFACTURER REFERENCE MODEL

Nissan Platinum lI CFS60
Yale GCO060VX

Doosan GC30E

Or City Approved Equal

SPECIFICATIONS

REQUIREMENTS

Capacity 6,000 Ibs (minimum)
Load Center 24 inch
Steering Hydrostatic
Brakes Service and Park
Weight Approximately 10,000 ibs.
Propane Tank 33 Ib Tank (minimum)
Mast Three Stage — Hi Vis
Lifting Height 189 (minimum)
Free Lift 50-66 Inches
Tilt 5 degree (minimum), Forward & Back
Forks 48 Inches - standard
Engine
Fuel Source Propane
Horse Power 45 (minimum)
Air Intake High with Fiiter

Transmission

Single Speed, Power Shift

Electrical System

Ignition Electronic Key Switch with Anti-Start
Alternator Heavy Duty High Performance
Battery System 12v
Tires Cushion, Two — Drive, Two — Steer
Carriage
Positioners Side Shifting — Fork Positions
Backrest, Load 46 to 49 Inches
Data Plate Must Refiect Load and Configuration of Machine
OPERATOR COMPARTMENT & SAFETY REQUIREMENTS
FEATURES
Overhead Guard Steel
Seat Suspension with Operator Restraints
Markings and/or Safety Decals must be in English
Lights, Seat Belt Warning One
Grab Handles Both Sides
Starter Switch with Neutral and Anti-Start One
Amber Safety Strobe Mounted on Top of Carriage
Horn One
Back-up Alarm One
Buzzer, Parking Brake Warning One
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SECTIONB
SPECIFICATIONS

PART il
TECHNICAL SPECIFICATIONS
ITEM NO. 2 FORKLIFT - LPG POWERED (CONTINUED)

2.1 EQUIPMENT SPECIFICATIONS:

Tank Bracket Swing Qut

Signal, Turns Left and Right , Front and Rear

Towing Coupler with Counterweight One

Complete Light Package and Back-up Alarm One

Work Lights —~ Switched Separate Two Front - One Rear

Valve, Auxiliary One

Fire Extinguisher One 5-Ib ABC Refillable, conveniently mounted
INSTRUMENTATION REQUIREMENTS

Fuel Indicator One — OEM Standard

Coolant Temperature Indicator One — OEM Standard

Hour Meter One — OEM Standard

Oil Pressure Indicator One — OEM Standard

Charging System Indicator One — OEM Standard

Transmission Oil Temperature Indicator One — OEM Standard

Indicator Lights OEM Standard

Keys, Ignition Two

Speedometer OEM Standard

Diagnostics On-board with Programmable Service Reminder

2.2 TRAINING:

2.2.1  Successful bidder shall provide two separate 2 hour sessions of instruction to City personnel on the use,
operation, maintenance, and safety aspects of the unit at no additional cost to the City. Training of
Houston Airport System personnel on all equipment indicated in this bid shall be completed within 30
days of delivery and acceptance. The Houston Airport System may at its discretion extend the time up to
90 days. This training will be conducted on site by a qualified trainer.

2.3. LITERATURE:

2.3.1  One (1) complete set of parts, service, and operator’s instruction manuals shall be delivered with each
unit.

24 SAFETY:

2.41 Al equipment supplied must meet all current applicable City, State of Texas, and Federal safety
regulations including OSHA requirements. Equipment must have all pertinent guards, lockouts,
shutdowns, safety decals etc. for safe operation. All components must be rated for maximum pressure
and must meet all applicable safety requirements. If special safety instructions are required for operator’s
safety, the instructions must be provided with each unit at time of delivery. All parts which form part of the
equipment must conform in design, strength and quality of material and workmanship to the highest

standards of engineering practice.
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SECTIONB
SPECIFICATIONS

PART I
TECHNICAL SPECIFICATIONS
ITEM NO. 2 FORKLIFT - LPG POWERED (CONTINUED)

25 ASSEMBLY:

2.5.1  Unit shall be delivered completely assembled, properly lubricated, and ready for use.

2.6 WARRANTY:

2.6.1 A Minimum one (1) year warranty on both parts and workmanship shall be provided. The warranty period
shall commence the date the City officially accepts the complete item(s). Any warranty work shall be
completed without cost to the City within ten (10) days after notification of a service problem. When
extended warranties are available as standard, they must be included as a part of the bid. All documents
necessary that affect all warranties must be properly applied for and submitted by the successful bidder.

2.6.2 All applicable freight charges to and from the vendor’s repair facility for warranty repair and/or
maintenance bust be borne by the seller during the warranty period.
2.7 DELIVERY:
2.7.1 The items specified above, with delivery ticket and/or other required documents shali be delivered

PREPAID F.O.B. Destination, to the location shown on the purchase order within one hundred fifty (150)
calendar days after receipt of City of Houston Purchase Order.
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SECTION B

SPECIFICATIONS

PART Hl

TECHNICAL SPECIFICATIONS (CONTINUED)

ITEM NO. 3

BOOM - ARTICULATING
PR NO. 10029718 - HAS

3.1 EQUIPMENT SPECIFICATIONS:

BOOM MANUFACTURER REFERENCE

MODEL

Genie

Z-45/25 JDC

or City approved equal

BOOM SPECIFICATIONS

REQUIREMENTS

Working Height

51 ft. - 8 in. (maximum)

Platform Height

45 ft. - 8 in. (maximum)

Horizontal Reach

25 ft. - 1 in. (maximum)

Up & Over Clearance

At platform 23ft. - 9in.
At Primary Arm 22t -1in.
Platform Length 2ft. - 6 fi.
Platform Width 6 ft.
Height — Stowed 6ft. —7in.
Length Stowed 22ft.—-5in.
Width 5ft. —10.31in.
Wheel Base 6ft. —8in.
Ground Clearance 9.5in.
Weight Approximately 16,300 lbs.
PRODUCTIVITY REQUIREMENTS
Lift Capacity 500 lbs.
Platform Rotation 160 degrees
Turntable Rotation 355 degrees non-continuous
Turntable Tail-swing Zero
Drive Speed (stowed) 3.0 mph
Drive Speed (raised) 0.68 mph
Grade-ability (stowed) 30%
Turning Radius (inside) 6 fi.
Turning Radius (outside) 14 ft.

Controls 24 V DC Proportional

Tires 9 x 14.5 in. (foamed filled) Industrial non-marking
POWER SOURCE REQUIREMENTS

DC 48 volt (eight 6 V batteries, 350 Ah capacity)
ADDITIONAL EQUIPMENT (Provided & REQUIREMENTS

Installed)

Air line To Platform

3.2 TRAINING:

3.2.1

Successful bidder shall provide two separate 2 hour sessions of instruction to City personnel on the use,
operation, maintenance, and safety aspects of the unit at no additional cost to the City. Training of
Houston Airport System personnel on all equipment indicated in this bid shall be completed within 30
days of delivery and acceptance. The Houston Airport System may at its discretion extend the time up to

90 days. This training will be conducted on site by a qualified trainer.
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SECTIONB
SPECIFICATIONS

PART It
TECHNICAL SPECIFICATIONS

ITEM NO.3 Articulating Boom (CONTINUED)

3.3. LITERATURE:

3.3.1  One (1) complete set of parts, service, and operator’s instruction manuals shall be delivered with each
unit.

34 SAFETY:

3.4.1  All equipment supplied must meet all current applicable City, State of Texas, and Federal safety
regulations including OSHA requirements. Equipment must have all pertinent guards, lockouts,
shutdowns, safety decals etc. for safe operation. All components must be rated for maximum pressure
and must meet all applicable safety requirements. If special safety instructions are required for operator’'s
safety, the instructions must be provided with each unit at time of delivery. All parts which form part of the
equipment must conform in design, strength and quality of material and workmanship to the highest
standards of engineering practice.

3.5 ASSEMBLY:
3.5.1  Unit shall be delivered completely assembled, properly lubricated, and ready for use.
3.6 WARRANTY:

3.6.1 A Minimum one (1) year warranty on both parts and workmanship shall be provided. The warranty period
shall commence the date the City officially accepts the complete item(s). Any warranty work shall be
completed without cost to the City within ten (10) days after notification of a service problem. When
extended warranties are availabie as standard, they must be included as a part of the bid. All documents
necessary that affect all warranties must be properly applied for and submitted by the successful bidder

3.6.2. All applicable freight charges to and from the vendor’s repair facility for warranty repair and/or
maintenance bust be borne by the seller during the warranty period.

3.7 DELIVERY:

3.7.1  The items specified above, with delivery ticket and/or other required documents shali be delivered
PREPAID F.O.B. Destination, to the location shown on the purchase order within one hundred fifty (150)
calendar days after receipt of City of Houston Purchase Order.
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