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CITY OF HOUSTON 
INVITATION TO BID 

      Issued:  March 29, 2013 

REVISED 6/3/2013 
 
 
Bid Opening: 
Sealed bids, in duplicate, will be received by the City Secretary of the City of Houston, in the City Hall Annex, Public 
Level, 900 Bagby, Houston, Texas 77002 until 10:30 A.M. Thursday, June 13, 2013, and all bids will be opened and 
publicly read in the City Council Chamber, City Hall Annex, Public Level, 900 Bagby at 11:00 A.M. on that date for the 
purchase of: 
 

REMOVE, FURNISH AND INSTALL A BARSCREEN, CONVEYOR/COMPACTOR SYSTEM 
AND ASSOCIATED EQUIPMENT FOR THE PUBLIC WORKS AND ENGINEERING DEPARTMENT 

Bid No. S50-C24545 
NIGP Code:  890-04/560-15/545-11 

Buyer: 
Questions regarding this solicitation should be addressed to Arturo Lopez, Senior Procurement Specialist, at 832-393-
8731or e-mail to arturo.lopez@houstontx.gov. 
 
Electronic Bidding: 
In order to submit a bid for the items associated with this procurement, you must fill in the pricing information on the 
“PLACE BID” page. 
 
Prebid Conference: 
A Pre-Bid Conference will be held for all Prospective Bidders in the Strategic Purchasing Division, Concourse Level 
(Basement), Conference Room #1, City Hall, 901 Bagby, at 10:00 a.m. on Wednesday, April 17, 2013.  The site visits 
will be scheduled at the pre-bid conference. 
 
All Prospective Bidders are urged to be present.  It is the bidder's responsibility to ensure that they have secured 
and thoroughly reviewed all aspects of the solicitation documents prior to the Pre-Bid Conference. Any revisions 
to be incorporated into this solicitation document arising from discussions before, during and subsequent to the 
Pre-Bid Conference will be confirmed in writing by Letter(s) of Clarification prior to the bid due date.  Verbal 
responses will not otherwise alter the specifications, terms and conditions as stated herein. 
 
Bidding forms, specifications, and all necessary information should be downloaded from the Internet at 
www.houstontx.gov/purchasing/index.html.  By registering and downloading this solicitation document, all 
updates to this solicitation document will be automatically forwarded via e-mail to any registered bidders.  This 
information may also be obtained from the Supplier Assistance Desk, Strategic Purchasing Division, 901 Bagby, 
Concourse Level, Houston, Texas 77002. 
 
The place of the bid opening may be transferred in accordance with Paragraph (b), (5)  of Section 15-3 of The Code of 
Ordinances, Houston, Texas. The bid-opening meeting may be rescheduled in accordance with Paragraph (b), (6) of said 
Section 15-3. 
 
The City reserves the right to reject any or all bids, or to accept any bid or combination of bids deemed 
advantageous to it. 
 
City employees are prohibited from bidding on this solicitation in accordance with the Code of Ordinances Section 15-1. 
        *CONTENTS: 

A. OFFER 
B. SCOPE OF WORK/SPECIFICATIONS 
C. GENERAL, SUPPLEMENTARY CONDITIONS AND BOND 

FORMS 
*NOTE 1: Actual page numbers for each section may change when the solicitation document is downloaded from the 
Internet or because of letters of clarification.  Therefore, bidders must read the solicitation document in its entirety and 
comply with all the requirements set forth therein. 
*NOTE 2: To be considered for award please submit the electronic bid form and the forms listed in section A, 
including the signature page, which must be signed by a company official authorized to bind the company and a 
10% Bid Bond. 
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SECTION A 

 
 

FORMAL ONE-TIME BID 
REMOVE, FURNISH AND INSTALL A BARSCREEN, CONVEYOR/COMPACTOR SYSTEM 

AND ASSOCIATED EQUIPMENT FOR THE PUBLIC WORKS AND ENGINEERING DEPARTMENT 
Bid No. S50-C24545 

NIGP Code:  890-04/560-15/545-11 
 

 
To The Honorable Mayor 
and City Council Members 
of the City of Houston, Texas (the “City”): 
 
The undersigned hereby offers to provide services necessary to Remove, Furnish and Install a New 
Barscreen, Conveyor/Compactor System and Associated Equipment at the Homestead Wastewater 
Treatment Plant located at, 5565 Kirkpatrick Drive, Houston, Texas for the Public Works and 
Engineering Department; F.O.B. destination point Houston, Texas, in accordance with the City's 
Specifications and General Terms & Conditions and/or samples/drawings provided herein.  When issued by 
the City of Houston, Letters of Clarification shall automatically become part of this bid document and shall 
supersede any previous specifications or provisions in conflict with Letters of Clarification.  It is the 
responsibility of the bidder to ensure that it has obtained all such letters.  By submitting a bid on this project, 
bidder shall be deemed to have received all Letters of Clarification and to have incorporated them into the bid. 
 

The City may accept this bid offer by issuance of a Notice of Award Letter and/or a Purchase Order at 
any time on or before the 120th day following the day this Official Bid Form is opened by the City.  This offer 
shall be irrevocable for 120 days after bid opening or for 90 days after City Council awards the bid, whichever 
comes last, but this period may be extended by written agreement of the parties. 
 

The City reserves the right to INCREASE quantities during the twelve-month period following 
the issuance of the first purchase order subject to agreement in writing by the Prime 
Contractor/Supplier to honor the same bid price. 
 

The City reserves the option, after bids are opened, to adjust the quantities listed on the electronic bid 
form upward or downward, subject to the availability of funds, and/or make award (s) on a line item basis. 
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SECTION A 
REVISED 6/3/2013 

Documents/forms must be downloaded from the City’s Website 
http://www.houstontx.gov/purchasing/index.html 

 

Additional Required Forms to be Included with this bid: 
 
In addition to the electronic Bid Form and the Official Signature Page, the Forms listed in Table 1 must 
be completed and submitted to the Office of the City Secretary on or before the date and time 
the bid is due:  
 

Table 1 
Affidavit of Ownership 
Fair Campaign Ordinance 
Statement of Residence 
Conflict of Interest Questionnaire 
Pay or Play Contract Compliance Acknowledgement Form 1a 
Contractor References 
10% Bid Bond 

 
Table 2 lists other documents and forms that should be viewed/downloaded from the City’s website, but 
are not required to be submitted with the bid. The City will request these forms, as applicable, to be 
completed and submitted to the City by the recommended/successful bidder:  
 

Table 2 

Formal Instructions for Bid Terms 
Drug Forms 
Insurance Certificates Over $50,000.00 / Insurance 
Endorsements 
OCP Insurance Certificate Over $100,000.00  
Pay or Play Form 2 / Certification of Agreement to Comply  
Pay or Play Form 3 / List of Subcontractors 
Performance, Maintenance and Statutory Payment Bonds 
2013 Engineering Construction Wage Decision 
2013 Building Construction Wage Decision 

 
Note: 
 
1. Questions concerning the Bid should be submitted in writing to: City of Houston, 

Strategic Purchasing Division, 901 Bagby, Room B506, Houston, TX 77002, Attn:  Arturo 
Lopez or via fax: 832-393-8759 or via email (preferred method) to 
arturo.lopez@cityofhouston.net no later than 4:00 PM, Monday, April 22, 2013. 

 
2. Although it is the intent of the City to award one contract as results of this invitation to bid, the 

City reserves the right to award by line item/group.  
 
SUBMITTALS: 
The Contractor shall be required to submit a general arrangement drawing that illustrates the layout of the 
equipment, principal dimensions and other related data including descriptive literature, electrical control 
drawings, catalog cut sheets for individual components and drive motor data. 
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The Contractor shall be required to submit the location of the nearest permanent service headquarters of 
the screen, conveyor/compactor and motor manufacturer for the equipment submitted. 
 
The Contractor shall be required to submit the operating instructions with descriptive literature, including 
across-sectional view of the screen, conveyor/compactor and motor combination, which indicates 
materials of construction, weights, principle dimensions and other important details. 
 
The Contractor shall be required to submit evidence of experience in the form of an installation list with 
the contact names and phone numbers. 
 
The above submittals should be submitted with the bidder’s bid or within five (5) working days 
after receipt of a written request from the City to do so. 
 
PERMITS: 
Successful Contractor shall be responsible for securing any and all permits for proposed work.  Any fee 
charged for these permits should be the responsibility of the Contractor and not the City of Houston. 
 
CITY BUILDING CODES: 
All work performed or equipment installed shall be in strict accordance with the City of Houston Building 
Codes. The Contractor will immediately correct any deficiencies discovered during work or after 
completion.  Failure to correct deficiencies will result in the City having corrections made at the 
Contractor’s expense. 
 
BID BOND: 
The bidder shall be required to provide and submit with its bid a Bid Bond in the amount of 10% of the 
total amount.  The Bid Bond shall be in the same form as that distributed by the City, and attached 
hereto, all duly executed by this Bidder (as “Principal”) and by a corporate surety company licensed to 
do business in the State of Texas, and if the amount of the bond is greater than $100,000.00 the surety 
must hold a certificate of authority from the United States Secretary of the Treasury, or a Cashier’s or a 
Certified check in a like amount.  Company or personal checks are not acceptable. 
 
PERFORMANCE BOND and PAYMENT BOND: 
The successful Contractor(s) shall be required to provide a Performance and Payment Bond in the total 
amount (100%) of the Contract, if the award is in excess of $25,000.00.  
 
The Performance and/or Payment Bond shall be in the same form as that distributed by the City, and 
attached hereto, all duly executed by this bidder (as “Principal”) and by an incorporated surety company 
licensed to do business in the State of Texas.  If the amount of the bond is greater than $100,000.00 
the surety must hold a certificate of authority from the United States Secretary of the Treasury. 
 
The Contractor(s) shall be required to provide a Performance and/or Payment Bond as outlined above, 
which will be delivered to the City Purchasing Agent of the City, on or before the tenth (10th) day 
following the day the bidder receives notice from the City. 
 
MAINTENANCE BOND: 
The Contractor shall furnish a maintenance bond in the total (100%) bid amount in the form required by 
the City (samples attached).  One bond, also referred to as the One Year Maintenance Bond, will be 
conditioned upon Contractor’s repair, replacement or restoration of any work or any portion of the work 
which is found to be defective or fails in any way to comply strictly with this contract or the plans and 
specifications for such work within a period of one (1) year from the date of acceptance of such work by 
the City Council or after the date that the “CO”, or its designee in writing, determines, in a written notice 
to the Contractor, to be the date upon which the project is both substantially complete and available for 
the full and beneficial occupancy or use of the City. 
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QUALITY AND WORKMANSHIP: 

The bidder must be able to demonstrate upon request that it has performed satisfactorily, services 
similar to the services specified herein.  The bidder will provide records of warranty and repair services 
performed for others upon request.  The City of Houston shall be the sole judge whether the services 
performed are similar to the scope of services specified herein. 
 
SITE INSPECTION: 
The City of Houston reserves the right to inspect the bidder’s current place of business to evaluate 
equipment condition and capabilities, staff experience, training and capabilities, and storage capabilities 
as they relate to the performance of this contract. 
 
PROTEST: 
A protest shall comply with and be resolved, according to the City of Houston Procurement Manual 
http://purchasing.houstontx.gov/docs/Procurement_Manual.pdf and rules adopted thereunder.  
Protests shall be submitted in writing and filed with both, the City Attorney and the Solicitation contact 
person.  A pre-award protest of the ITB shall be received five (5) days prior to the solicitation due date 
and a post-award protest shall be filed within five (5) days after City Council approval of the contract 
award.   
 
A protest shall include the following: 
 
 The name, address, e-mail, and telephone number of the protester; 
 
 The signature of the protester or its representative who has the delegated authority to legally 

bind its company; 
 
 Identification of the ITB description and the ITB or contract number; 
 
 A detailed written statement of the legal and factual grounds of the protest, including copies of 

relevant documents, etc.; and 
 
 The desired form of relief or outcome, which the protester is seeking  
 
INTERLOCAL AGREEMENTS: 
Under the same terms and conditions hereunder, the Contract may be expanded to other government 
entities through inter-local agreements between the City of Houston and the respective government 
entity that encompass all or part of the products/services provided under this contract.  Separate 
contracts will be drawn to reflect the needs of each participating entity. 
 
QUIET PERIOD/NO CONTACT: 
Starting on the date proposals to an RFP (or bids to an ITB) are due and expiring on the date the City Secretary 
publicly posts notice of any City Council agenda containing the applicable award ("Quiet Period"), actual and 
prospective   respondents   or bidders   (including their representatives or persons acting on their behalf) are 
prohibited from contacting members of City Council or any City employees other than the contracting officer, in 
any manner regarding the issued RFP or ITB.  Actual and prospective respondents or bidders include those 
respondents or bidders who have received notice that they have not been chosen as finalists for any solicitation. 
Actual and prospective respondents or bidders (including their representatives or persons acting on their behalf) 
are expressly prohibited from offering, presenting or promising gratuities, favors, or anything of value to any 
member of an evaluation committee or any appointed or elected official or employee of the City of Houston, their 
families or staff members. 

Notwithstanding the foregoing, the following types of communication only are exempt and shall be permitted by 
respondents and bidders during the Quiet Period: 
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 Respondent's formal response to the RFP; 
 Communications publically made during the official pre-bid conference; 
 Written requests for clarification during the period officially designated for such purpose by the contracting 

officer; and 
 Communications during an oral interview, scheduled at the request of and for the benefit of the City's 

evaluation committee, if any. 

During the Quiet Period, the solicitation contact person shall serve as the sole point of contact for any actual or 
prospective respondents. Nothing in this section shall prevent the respondent from making public statements to 
the City Council after the Quiet Period. 

As part of their bid or RFP responses, respondents or bidders shall attest that they understand and agree not to 
contact any members of City Council or City employees—other than the solicitation contact person—during the 
Quiet Period and acknowledge that any such contact shall be grounds for disqualification from the bid or RFP 
process. 
 
HIRE HOUSTON FIRST: 
 
Designation as a City Business or Local Business 
To be designated as a City or Local Business for the purposes of the Hire Houston First Program, as 
set out in Article XI of Chapter 15 of the Houston City Code, a bidder or proposer must submit the Hire 
Houston First Application and Affidavit (“HHF Affidavit”) to the Director of the Mayor’s Office of 
Business Opportunities and receive notice that the submission has been approved prior to award of a 
contract.  Bidders are encouraged to secure a designation prior to submission of a bid or proposal if at 
all possible. 
 
Download the HHF Affidavit from the Office of Business Opportunities Webpage at the City of 
Houston e-Government Website at the following location:  
 

http://www.houstontx.gov/hbsc/hirehoustonfirstaffidavit.pdf 
 

Award of a Procurement of $100,000 or More for Purchase of Goods: 
 
THE CITY WILL AWARD THIS PROCUREMENT TO A “CITY BUSINESS,” AS THAT TERM IS 
DEFINED IN SECTION 15-176 OF THE CITY OF HOUSTON CODE OF ORDINANCES (“THE CODE”) 
 

 IF THE BID OF THE CITY  BUSINESS IS THE LOWEST RESPONSIBLE BID OR IS WITHIN 
3% OF THE LOWEST BID RECEIVED, AND 

 UNLESS THE USER DEPARTMENT DETERMINES THAT SUCH AN AWARD WOULD 
UNDULY INTERFERE WITH CONTRACT NEEDS, AS PROVIDED IN SECTION 15-181 OF 
THE CODE.   

IF THERE IS NO BID OF A CITY BUSINESS THAT MEETS THESE CRITERIA, THE CITY WILL 
AWARD THE PROCUREMENT TO THE LOWEST RESPONSIBLE BIDDER.  
 
Award of Procurement under $100,000 for Purchase of Goods: 
 
THE CITY WILL AWARD THIS PROCUREMENT  TO A  ” CITY BUSINESS,” AS THAT TERM IS 
DEFINED IN SECTION 15-176 OF THE CITY OF HOUSTON CODE OF ORDINANCES  (“THE 
CODE”) 
 

 IF THE BID OF THE CITY  BUSINESS IS THE LOWEST RESPONSIBLE BID OR IS WITHIN 
5% OF THE LOWEST BID RECEIVED, AND 
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 UNLESS THE USER DEPARTMENT DETERMINES THAT SUCH AN AWARD WOULD 
UNDULY INTERFERE WITH CONTRACT NEEDS, AS PROVIDED IN SECTION 15-181 OF 
THE CODE.   

IF THERE IS NO BID OF A CITY BUSINESS THAT MEETS THESE CRITERIA, THE CITY WILL 
AWARD THE PROCUREMENT TO THE LOWEST RESPONSIBLE BIDDER 
 
Award of Procurement that may be More or Less than $100,000 for Purchase of Goods: 

THE CITY WILL AWARD THIS PROCUREMENT  TO A  ” CITY BUSINESS,” AS THAT TERM IS 
DEFINED IN SECTION 15-176 OF THE CITY OF HOUSTON CODE OF ORDINANCES (“THE CODE”) 
 

 IF THE BID OF THE CITY  BUSINESS IS LESS THAN $100,000 AND IS THE LOWEST 
RESPONSIBLE BID OR IS WITHIN 5% OF THE LOWEST BID RECEIVED, OR 

 IF THE BID OF THE CITY BUSINESS IS MORE  THAN $100,000 AND IS THE LOWEST 
RESPONSIBLE BID OR IS WITHIN 3% OF THE LOWEST BID RECEIVED, AND 

 UNLESS THE USER DEPARTMENT DETERMINES THAT SUCH AN AWARD WOULD 
UNDULY INTERFERE WITH CONTRACT NEEDS, AS PROVIDED IN SECTION 15-181 OF 
THE CODE.   

IF THERE IS NO BID OF A CITY BUSINESS THAT MEETS THESE CRITERIA, THE CITY WILL 
AWARD THE PROCUREMENT TO THE LOWEST RESPONSIBLE BIDDER. 
 
Award of Procurement of $100,000 or More for Purchase of Non-Professional Services , 
Including Construction Services: 
 
THE CITY WILL AWARD THIS PROCUREMENT  TO A  ” CITY BUSINESS,” AS THAT TERM IS 
DEFINED IN SECTION 15-176 OF THE CITY OF HOUSTON CODE OF ORDINANCES (“THE CODE”) 
 

 IF THE BID OF THE LOCAL  BUSINESS IS THE LOWEST RESPONSIBLE BID OR IS WITHIN 
3% OF THE LOWEST BID RECEIVED, AND 

 UNLESS THE USER DEPARTMENT DETERMINES THAT SUCH AN AWARD WOULD 
UNDULY INTERFERE WITH CONTRACT NEEDS, AS PROVIDED IN SECTION 15-181 OF 
THE CODE.   

IF THERE IS NO BID OF A LOCAL BUSINESS THAT MEETS THESE CRITERIA, THE CITY WILL 
AWARD THE PROCUREMENT TO THE LOWEST RESPONSIBLE BIDDER 
 
Award of Procurement under $100,000 Purchase of Non-Professional Services Including 
Construction Services: 
 
THE CITY WILL AWARD THIS PROCUREMENT TO A “LOCAL BUSINESS,” AS THAT TERM IS 
DEFINED IN SECTION 15-176 OF THE CITY OF HOUSTON CODE OF ORDINANCES 

 IF THE BID OF THE CITY  BUSINESS IS THE LOWEST RESPONSIBLE BID OR IS WITHIN 
5% OF THE LOWEST BID RECEIVED, AND 

 UNLESS THE USER DEPARTMENT DETERMINES THAT SUCH AN AWARD WOULD 
UNDULY INTERFERE WITH CONTRACT NEEDS, AS PROVIDED N SECTION 15-181 OF 
THE CODE.   

IF THERE IS NO BID OF A LOCAL BUSINESS THAT MEETS THESE CRITERIA, THE CITY WILL 
AWARD THE PROCUREMENT TO THE LOWEST RESPONSIBLE BIDDER 
 
Award of Procurement that may be More or Less than $100,000 for Purchase of Non-
Professional Services, Including Construction Services: 
 
THE CITY WILL AWARD THIS PROCUREMENT  TO A  ” LOCAL BUSINESS,” AS THAT TERM IS 
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DEFINED IN SECTION 15-176 OF THE CITY OF HOUSTON CODE OF ORDINANCES (“THE CODE”) 
 

 IF THE BID OF THE LOCAL BUSINESS IS LESS THAN $100,000 AND IS THE LOWEST 
RESPONSIBLE BID OR IS WITHIN 5% OF THE LOWEST BID RECEIVED, OR 

 IF THE BID OF THE LOCAL BUSINESS IS MORE  THAN $100,000 AND IS THE LOWEST 
RESPONSIBLE BID OR IS WITHIN 3% OF THE LOWEST BID RECEIVED, AND 

 UNLESS THE USER DEPARTMENT DETERMINES THAT SUCH AN AWARD WOULD 
UNDULY INTERFERE WITH CONTRACT NEEDS, AS PROVIDED IN SECTION 15-181 OF 
THE CODE.   

IF THERE IS NO BID OF A LOCAL BUSINESS THAT MEETS THESE CRITERIA, THE CITY WILL 
AWARD THE PROCUREMENT TO THE LOWEST RESPONSIBLE BIDDER
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CONTRACTOR’S QUESTIONNAIRE:  REVISED 6/3/2013  
In order to receive bid award consideration, the bidder shall be required to submit evidence of 
experience having supplied at least five (5) contracts removing, furnishing and installing a 
barscreen and conveyor/compactor system fully operational since 2008 of similar type and size in 
the USA that have been in successful operation for at least five (5) years.  The bidder shall also be 
required to furnished conveyor/compactor equipment of the size and type specified which has been in 
successful operation for not less than the past 5 years.  Bidder must have references documenting 
that it has removed, furnished and installed five barscreens and conveyor/compactor systems 
fully operational since 2008.  The reference(s) should be included in the space provided below.  
Please attach another piece of paper if necessary.  If references are not included with the bid, the 
bidder shall be required to provide such references to the City of Houston within five working days from 
receipt of a written request from the City of Houston to do so.  Bidder’s capability and experience 
shall be a factor in determining the Contractor’s responsibility.  
 
1. Business Name: _____________________________________________________ 

Business Address: ______________________________________________________ 

City, State, Zip: _________________________________________________________ 

Name of Owner/Contact Person:    ____________________________________________ 

Phone: _____________ Fax: __________Email:______________________ 

No. of Years providing Service to this business: _____________ 

 
2. Business Name: ______________________________________________________  

Business Address: _______________________________________________________ 

City, State, Zip: _________________________________________________________ 

Name of Owner/Contact Person:    ___________________________________________ 

Phone: _____________Fax:_____________ Email:_____________________ 

No. of Years providing Service to this business: _____________ 

 

3. Business Name: _____________________________________________________ 

Business Address: ______________________________________________________ 

City, State, Zip: ________________________________________________________ 

Name of Owner/Contact Person:    ___________________________________________ 

Phone: _____________Fax:_____________ Email:_____________________ 

No. of Years providing Service to this business: _____________ 

 

4. Business Name: _____________________________________________________ 

Business Address: ______________________________________________________ 

City, State, Zip: ________________________________________________________ 

Name of Owner/Contact Person:    ___________________________________________ 

Phone: _____________Fax:_____________ Email:_____________________ 

No. of Years providing Service to this business: _____________ 
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SECTION B 

SCOPE OF WORK / SPECIFICATIONS 
 

PART I 
 

1.0  SCOPE OF WORK FOR BID LINE ITEM NOS. 1 & 4: 
 

1.1 Item No. 1.  The Contractor shall be required to provide all supervision, labor, materials, 
equipment, tools, transportation and ancillary items necessary to remove and properly 
dispose of the existing barscreen, conveyor/compactor system and associated 
equipment at Homestead Wastewater Treatment Plant (HWWTP), located at 5565 
Kirkpatrick Drive, Houston, TX.  The disposition of the aforementioned existing 
barscreen, conveyor/compactor system and associated equipment must be done in strict 
accordance with federal, state, local codes and regulations.  

 
1.2 Item No 4.  The Contractor shall be required to provide all labor, materials, equipment, 

tools, transportation, supervision and ancillary items necessary to install a new 
barscreen, conveyor/compactor system and associated equipment, at Homestead 
Wastewater Treatment Plant (HWWTP), located at 5565 Kirkpatrick Drive, Houston, 
Texas, in strict accordance with the manufacturer’s recommended installation 
methods and in accordance with applicable federal, state, local codes and regulations.  

 
2.0 GENERAL SCOPE OF WORK FOR BID LINE ITEM NOS. 2 & 3 (See Part II for Technical 

Specifications): 
 
2.1 The Contractor shall be required to furnish a new barscreen, conveyor/compactor 

system and associated equipment, as per the technical specifications herein. 
 
2.2 The new barscreen, conveyor/compactor system and associated equipment must be 

installed with no/minimal modifications to the existing infrastructure.  Any minimal 
modification required to install the new barscreen, conveyor/compactor system and 
associated equipment to the existing infrastructure shall be the responsibility of the 
Contractor with no additional cost to the City. 

 
2.3 All work shall be completed in strict accordance with federal, state and local regulations, 

laws and codes.  In addition, the Contractor shall be required, at its own expense, to 
secure approval of the installation drawings/plans from the City of Houston Public Works 
and Engineering Department Wastewater Operations. 

 
3.0 QUALITY ASSURANCE: 

 
3.1 All materials used shall be new, of high grade, and with properties best suited to the 

working environment. 
 

4.0 (RESERVED):  
 

5.0 DELIVERY, STORAGE AND HANDLING: 
 

5.1 Shipping 
 

5.1.1 The Contractor shall be required to ship equipment, material, and spare parts 
complete except where partial disassembly is required by transportation regulations 
or for protection of components. 
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5.1.2 The Contractor shall be required to pack spare parts in containers bearing labels 

clearly designating the contents and pieces of equipment for which they are 
intended. 

 
5.2 Receiving 

 
5.2.1  The Contractor shall be required to store and safeguard equipment, material, and 

spare parts. 
 

3.0 PERFORMANCE TIME: 
 

3.1 The Contractor shall have 190 Calendar Days to complete all work associated with this 
project after receipt of the Notice – To – Proceed. 

 
4.0 WARRANTY: 
 

4.1 The Contractor shall provide a minimum of one (1) year for all labor, materials and 
workmanship.  The warranty period for the new barscreen, conveyor/compactor system 
and associated equipment shall commence the day the City officially accepts the 
complete work at the site.  All warranty work is to be completed, without cost to the City, 
within fifteen (15) days after notification of a service problem. 

 
5.0 SPECIFIED EQUIPMENT OR EQUIVALENT: 

 
5.1 Wherever in the specifications any materials or processes are indicated or specified by 

patent of proprietary name and/or by name of manufacturer, such specifications shall be 
deemed to be used for the purpose of facilitating descriptions of the performance, 
materials and/or processes desired and shall be deemed to be followed by the words, "or 
equivalent", if not so stated in the specifications herein. 

  
5.2 The burden of proof shall rest with the bidder, in the course of a technical evaluation, to 

prove that the proposed item(s) are equivalent to the performance, materials, processes, 
or articles specified.  DETERMINATION AS TO WHETHER THE ITEM (S) BID IS (ARE) 
EQUIVALENT TO THOSE SPECIFIED SHALL REST SOLELY WITH THE CITY 
PURCHASING AGENT AND THE RECEIVING DEPARTMENT. 

 
6.0 BRAND NAME OR TRADE NAME: 

 
6.1 Any manufacturer’s names, trade names, brand names, or catalog numbers used in the 

specifications are for the purpose of describing and establishing the general quality level, 
design and performance desired.  Such references are not intended to limit or restrict 
bidding by other Contractors/Suppliers, but are intended to approximate the quality 
design or performance that is desired.  Any bid that proposes like quality, design or 
performance, will be considered.  Equivalent products will be considered, provided a 
complete description and product literature is provided.  Unless a specific exception is 
made, the assumption will be that the item bid is exactly as specified on the Invitation to 
Bid. 

 
 

END OF SECTION 
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REVISED 6/3/2013 
TECHNICAL SPECIFICATIONS 

 
PART II 

 
LINE ITEM NO. 2 – BAR SCREEN SYSTEM:  
 
1.0 Mechanically Cleaned Barscreen and Associated Equipment General Specifications: 
 
2.0 Materials and Construction: 

 
2.1 The screen must be mechanically cleaned; the incline of the bar screen shall be 15 

degrees from vertical. 
 

2.2 The rakes shall approach channel invert from upstream side of screen and rake upward at 
upstream face with tines between the bars. 

 
2.3 The screen shall be designed to be pulled out of the channel.  The rubber side flaps shall 

seal the screen to the channel walls. 
 

2.4 Screenings shall be discharged on downstream side of screen to the conveyor/compactor 
system. 

 
2.5 The screen frame shall be supplied in one piece requiring no field assembly. 

 
2.6 The framework of the screen shall be constructed of Grade 304 stainless steel and cross 

section with a minimum thickness 3/16" [4.7 mm].  Various parts fastened by welding, 
riveting, or bolting shall be braced as necessary to insure a rigid structure.  The side 
frames shall be minimum 3/16* [4.7 mm] formed to a channel profile.  The bottom 
thickness shall be 5/16" [8 mm].  The frame shall have support beams with U-profile 
thickness of 3/16" [4.7 mm] on the front above the maximum water line.  Wraparound 
stainless steel stiffeners with a thickness of 3/16" [4.7 mm] formed to a channel profile 
shall be placed along the screen frame above the maximum design water depth for 
rigidity.  No braces, gussets or stiffeners shall be inside the screen frame that will allow for 
screenings to collect. 

 
2.7 Bolts and nuts shall be of Grade 304 stainless steel. 

 
2.8 Anchor bolts shall be 3/4" Grade 304 stainless steel furnished by the contractor. 
 
2.9 Screen bars shall be constructed of Grade 304 stainless steel. The bar rack shall consist 

of continuous taper section bars.  The dimensions of the bars are: 
 

2.9.1 12mm x 8mm x 50mm (.47* x .23" x 1.97") for bar spacing >3/8* [10mm]  
 

2.9.2 Round or rectangular bars shall not be used. 
 

2.9.3 Bars shall be supported from framework and be readily removable.  
 

2.9.4 The screen bars shall be individually replaceable without any welding or cutting.  
 

2.9.5 Screen bars that are welded to the framework or welded into sub-assemblies shall 
not be allowed.  
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2.9.6 Replacement screen bars shall be available from the screen manufacturer. 

 
2.9.7 Bars shall be fastened to a dead plate that extends to the point of discharge.  

 
2.9.8 Bars shall extend a minimum of 7.8* (200mm) above the maximum water level. 

 
2.9.9 The screen field shall be accurately constructed to give a clear opening of 0.5 

inches between the bars (minimum Bar Spacing; 3/16" [4.5mm]).  
 

2.9.10 There shall be no space wider than the opening between the bars which would 
permit passage of larger solids through the screen. 

 
2.10 The dead plate of shall be constructed of Grade 304 stainless steel plate (thickness is 

3/16" [4.7 mm]) shall extend to the point of discharge.  The dead plate shall be true and 
flat such that a close clearance between the raking tines and the plate can be maintained 
during the cleaning cycle.  The back side of the dead plate shall be constructed to 
guarantee a maximum gap between rake bar and dead plate, leading to the discharge 
chute without interruption. 

 
2.11 The raking tines shall have the tooth profile precision cut from a single continuous bar of 

sufficient thickness and depth to insure adequate stiffness and strength to cope with the 
specified duty cycle.  The rakes shall run in guides on both sides to ensure engagement.  
The rakes shall clean the bars from the upstream side of the screen.  The rakes shall be 
fabricated from stainless steel Grade 304.  The rake material thickness shall be as 
follows: 

 
2.11.1 Thickness of rake bar 1/2"  (12 mm) 

 
2.11.2 Reinforcement profile 1/4*  (6 mm) 

 
2.11.3 Side sheets 3/8* (10 mm) 

 
2.11.4 The rake capacity shall be as follows:  
 

2.11.4.1 Chain with 125mm pitch: 
 
2.11.4.2 Capacity/Rake Bar:  0.108 f/ft [Q.010m3/meter] screen field width 

(SFW),  
 
2.11.4.3 Total Screen Capacity at approx. 10 second cleaning interval (ft3/h) 

= 0.108 f x SFW (ft) x 360, 
 

2.11.4.4 Total Screen Capacity at approx. 5-second cleaning interval (ft3/h) 
=0.108 fx SFW (ft) x 720. 

 
2.11.5 S.S. rakes shall have a shovel shape to prevent screenings from falling back to 

the channel.  Flat rakes without this feature are not accepted.  Rake tines shall 
penetrate into the screen bar spacing to insure that screenings are completely 
cleared during each lifting operation.  Rake tines are mechanically engaged 
Into the screen bars.  The raking tines shall engage into the bottom of the bar 
screen grids at the channel invert.  Drive chains, chain guides, chain 
sprockets, bearings, and axles shall be fully replaceable without having to  
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remove the screen from the channel. 

 
2.12 Screenings transported to the top of the screen shall be discharged positively by means 

of a scraper mechanism to the discharge chute.  The scraper mechanism shall be fitted 
with a compression spring that allows the scraper to return to its resting position smoothly 
without any shock.  A scraper blade made of a combination of synthetic and other 
material shall be provided. 

 
2.13 The drive mechanism for the rakes shall incorporate a solid shaft constructed of stainless 

steel Grade 304.  The drive shaft shall be a solid shaft constructed of type 304 stainless 
steel. 

 
2.14 The upper sprocket shall be solid and made of type 304 stainless steel.  The upper 

sprocket shall have a 125 mm pitch and a tooth width of minimum 27 mm.  Split 
sprockets will not be accepted. 

 
2.15 Upper bearings shall be UCFX 4 - bolt flange bearings or equal mounted in the take-up 

frame assembly.  The bearings shall be grease-lubricated.  The take up screw shall be an 
Acme Lead Screw made of 18-8 stainless steel.  Threaded rods will not be accepted. 
 

2.16 The lower sprocket shall be solid and made of type 304 stainless steel.  The lower 
sprocket shall have a 125 mm pitch, a tooth width of minimum 27 mm and a bore of 70 
mm.  Split sprockets will not be accepted. 

 
2.17 The lower stub shaft shall be machined from a single piece of material.  Welded 

components will not be accepted. 
 

2.18 Bearings for lower submerged sprockets shall be of proven self-lubricating PE 
(Polyethylene) material and be maintenance-free.  A ceramic collar-type shall be bonded 
onto the stub shaft.  Metallic lower bearings or bushing and lower bearings requiring 
lubrication will not be accepted. 

 
2.19 Chains shall be heavy-duty roller type with a minimum weight of 7 lbs/ft and constructed 

of Grade 304 stainless steel of high tensile strength and resistance to corrosion.  Chain 
rollers must be Stainless Steel.  The ultimate strength of the chain shall be minimum 
31,000 pound-force (137,500 Newtons).  Chain Pins shall be stainless steel and 
hardened. 

 
2.20 The chain guide shall be securely fixed to the screen frame for the full height of travel and 

shall not protrude into the flow.  The type of chain guide, thickness of material and size 
shall be an L-Profile 2.6571.3870.19" (65/35/5mm), material Grade 304 stainless steel. 
Replaceable wear strips on chain guides located below the water level will not be 
accepted. 

 
2.21 The drive motor shall be maximum 5 HP.  The motor shall be an inverter duty rated motor 

with a 1.0 service factor, rated for continuous duty.  The motor shall be controlled by a 
variable frequency drive (VFD), rated for continuous operation.  (Enclosure shall be rated 
applicable for the specific installation environment.)  The drive unit, including the reduction 
gearbox, shall be directly shaft-mounted and shall be positioned to facilitate maintenance 
work. 

 
2.2.1.1 A VFD and a programmable logic controller (PLC) shall be provided.  The VFD 
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 shall have solid state overload integral.  The motor shall be able to 
automatically reverse the direction of travel of the raking mechanism for an 
adjustable distance and revert to the forward motion to clear a blockage.  The 
reversing action shall function a maximum of three times for any one 
obstruction.  The motor shall re-set automatically if the blockage causing the 
initial overload condition is cleared; or, should the blockage remain upon.  
Upon completion of the fourth attempt, the screen shall be tripped and an 
alarm generated.  The reverse function shall be effective only in the low speed 
mode. 

 
2.22 The rake mechanism shall be capable of two cleaning speeds.  Normal speed shall have 

a ten second cleaning interval and high speed shall have a five second cleaning interval.  
Screens which do not meet this performance criteria will not be accepted. 

 
2.23 A discharge chute (thickness of 3/16" [4.7 mm]) shall be provided for each screen to 

divert screenings discharged from the screen to a conveyor/compactor.  The discharge 
chute shall be made of Grade 304 stainless steel.  The discharge chute shall be mounted 
at an angle of 30 degrees.  Panels shall be positioned on both sides to protect from 
splashing. 

 
2.24 Removable covers shall be provided for easy maintenance.  The covers shall be 

constructed of clear impact-resistant Polycarbonate material (thickness is 1/4" [6mm]) to 
allow for visual observation during screen operation.  Stainless steel covers will not be 
accepted. 

 
2.25 Top Enclosed:  The discharge chute and top of screen shall be fully enclosed.  The top of 

the frame shall be covered with an 11 gauge, type 304 stainless steel cover, bolted to the 
front and back of the screen frame.  The sides of the top cover shall be bent to overlap 
the side frames.  The discharge chute shall be enclosed from the top of the frame to the 
bottom of the chute. The chute and chute enclosure shall be manufactured from a single 
piece of 3/16" [4.7 mm] type 304 stainless steel material.  The enclosure shall include an 
access opening with cover.  The cover shall be easily removable for maintenance.  The 
cover shall be made of 3/8* thick clear, impact resistant, polycarbonate to allow for visual 
inspection during screen operation.  The polycarbonate cover shall have stainless steel 
handles and be attached to the chute enclosure by four (4) quick release clamps.  The 
access opening shall be (= SFW-1')" wide by 18* long. 

 
3.0 Bar Screen Control Panel: 

 
3.1 The Contractor shall be required to provide a bar screen main control panel pre-wired and 

tested, requiring wall mounting and connection to the external wiring in the field.  The 
control panel shall include all equipment required to control one or more bar screen(s) as 
specified herein.  The panel shall be located in a non-classified area where no corrosive 
gasses are present. 

 
3.2 The control panel enclosure shall be sized as required to house equipment and shall be 

suitable for wall mounting or mounting to strut-type supports.  Enclosure shall be rated 
National Electrical Manufacturers Association (NEMA) 4X. 

 
3.3 Each Bar Screen motor shall be controlled by individual VFD, sized as required for bar 

screen motor horsepower and suitable for use with variable torque loads.  The VFD shall 
include discrete and analog input and outputs as required by control panel manufacturer.   
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Bypass starters will not be accepted. 

 
3.4 The VFD(s) shall be controlled by a programmable logic controller (PLC).  The PLC shall 

be used to control the VFD to operate the screen at two (2) speeds and through the 
automatic reversing/cleaning shuttle sequence.  The PLC shall include discrete and 
analog inputs and outputs as required. 

 
3.5 Each screen shall be controlled in synchronization with ultrasonic level sensors.  Upon 

reaching a predetermined differential set point the screen shall begin operation in low or 
normal speed and shall shut down after a predetermined time if the differential level is 
less than the predetermined set point.  Upon reaching a second higher predetermined 
differential set point the screen shall operate in high speed. 

 
3.6 When an over-current is detected the screen shall automatically stop and run in reverse 

for a predetermined time.  After clearance of the overload the screen shall automatically 
reset in normal operation.  The screen shall provide an alarm if the overloads are 
repeated a maximum of four (4) times.  The use of clutches, friction disks or similar 
devices for overload protection are not acceptable. 

 
3.7 The control panel shall have an operator interface terminal (OIT) to allow push button 

adjustment of counter values, timers and level set points without connecting to the PLC.  
The OIT shall be rated NEMA 4X and provide fault and troubleshooting information. 

 
3.8 Door mounted NEMA 4X indicating lights shall be provided to indicate running and alarm 

status of the bar screen.  Legend plates and a door mounted alarm rest push button 
shall also be provided. 

 
3.9 The main control panel shall include Hand/Off/Automatic and Forward/Off/Reverse 3-

position switches and an emergency stop mushroom pushbutton. 
 

4.0 Sequence of Operation - 2-Speed Operation: 
 

Wain Panel 
On/Off 

Main Panel 
Hand/Off/Auto 
& 
Fwd/Off/Rev 

Result Action when 
Blockage occurs 

Comments 

j Auto & Any 
Position 

Screen starts in 
LSP when the 
rising water 
differential 
reaches set level 
(Level 1). 

Screen performs 
cleaning shuttle up 
to 4 times. If no 
success, screen 
stops and initiates 
alarm contact. 

LSP - Low Speed 
Mode. Approx. 10-
second cleaning 
interval 

On 
f 

Auto & Any 
Position 

Screen starts in 
HSP when the 
rising water 
differential 
reaches set level 
(Level 2).

Screen performs 
cleaning shuttle up 
to 4 times. If no 
success, screen 
stops and initiates 
alarm contact.

HSP - High Speed 
Mode. Approx. 5-
second cleaning 
interval. 

j 
On 

Auto & Any 
Position 

Exercise run Screen performs 
cleaning shuttle up 
to 4 times. If no 
success, screen 
stops and initiates 
alarm signal. 

X min in LSP, 
every Y min. (X & 
Y are Operator 
adjustable) 
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On Manual 
& 
Forward 

Screen 
operates 
forward in LSP. 

Screen stops 
immediately. 
No cleaning 
shuttle. 

REVISED 
6/3/2013 

On Manual 
& 
Reverse 

Screen 
operates in 
reverse in LSP. 

Screen stops 
immediately. 
No cleaning 
shuttle. 

 

On E-Stop Engaged Screen stops 
immediately. 

N/A  

On Off & Any 
Position 

Screen will not 
operate. 

N/A  

On Hand 
& 
Off 

Screen will not 
operate. 

N/A 
I 

Off Any Position 
& 
Any Position 

Screen will 
not operate. 

N/A 
I i 
I 
............................. I

 
5.0 Spare Parts:  

 
5.1 The following minimum recommended spare parts shall be provided for mechanically 

cleaned screens: 
 

5.1.1 Two (2) rake bars. 
 
5.1.2 Five (5) feet of chain. 

 
5.1.3 One (1) pair wiper arm wear pads. 

 
6.0 Design Data: 
 
 
 
 
 
 
 
 

END OF SECTION 
 
 
 

 
 
 

{ Channel Width 3.75 t.
Channel Depth 3.5 ft.
Discharge Height above Operating Floor 4.0 ft.
Maximum Water Depth 3.0 ft.
Bar Spacing 0.5 In.
Screen Incline from Vertical 15
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LINE ITEM NO. 3 – CONVEYOR/COMPACTOR SYSTEM:  
 
1.0 Shafted Spiral Conveyor/Compactor System Technical Specifications:  The conveyor/compactor 

system shall be supplied complete with controls, an inlet hopper and discharge tubing as per the 
technical specifications herein. 
 

2..0  Performance and Design Requirements: 
 

2.1 The conveyor/compactor system supplied shall be a shafted screw conveyor/compactor 
system that consists of a shafted screw, sieve zone, wash zone, press zone, transport 
zone, collection pan, discharge tube, drive system and controls.  The system shall be 
designed to receive, positively convey and compact screenings discharged from the bar 
screen.  The screenings shall be introduced into the inlet hopper directly over the sieve 
zone, washed in the wash zone, compacted in the press zone, conveyed through the 
transport zone, and discharged from the discharge tbe with a continuous bagging system 
into a suitable receptacle (provided by the City).  The shafted screw conveyor/compactor 
shall be designed to handle a maximum capacity of 54.5 ft3/nr. 

 
2.1.1 The shafted screw conveyor/compactor system, exclusive of the discharge tubing, 

shall have a length of approximately 3.5 ft excluding the drive.  The shafted screw 
conveyor/compactor system shall be designed to be installed at an incline of _5 deg 
from the horizontal.  Support legs shall be supplied as required for adequate 
support under operating conditions.  The support legs shall allow for a 4ft 
adjustment in height. 

 
2.2 Design Materials and Construction: 

 
2..2.1 Shafted Screw Assembly: 

 
2.2.1.1 The shafted screw assembly must consist of a spiral welded to 

mechanical tubing. The mechanical tubing shall be welded to an end 
shaft. 

 
2.2.1.2 The shafted screw shall be manufactured from one (1) concentric flight 

formed from carbon plate and welded to form a single spiral. 
 

2.2.1.3    The diameter of the shafted screw assembly shall be nine (9) inches in 
diameter and shall be constant over the length of the assembly.  The 
shafted screw shall have one (1) abrasive resistant brush assembly.  
The brush shall be nylon and tack welded to the screw. 

 
2.2.1.4 The pitch of the screw shall reduce to 66% of the screw outer diameter 

in the press zone area. 
 

2.2.1.5 The final quarter-pitch of the shafted screw must be hard faced. 
 

2.3 Sieve Zone: 
 

2.3.1 The sieve zone shall be tubular in design with an integral collection pan and an 
inlet chute to accept screenings from the bar screen. 

 
2.3.2 The sieve zone shall be manufactured from minimum 11 gauge Grade 304  



  

Page 19 of 31 

REVISED 6/3/2013 
stainless steel and minimum 14 gauge perforated Grade 304 stainless steel.  The 
perforations shall be 1/8". 

 
2.3.3 The sieve zone shall include one (1 ) inlet hopper to direct screenings from the 

shafted screw conveyor/compactor system.  The inlet hopper shall be constructed 
of 14 gauge [2 mm] Grade 304 stainless steel and shall be bolted to the transport 
zone of the U-Trough. 

 
2.4 Transport Zone: 

 
2.4.1 The transport zone shall be tubular in design and constructed of minimum 11 gauge 

Grade 304 stainless steel. 
 

2.4.2 The transport zone shall be fitted with wear bars constructed of minimum 3/8" thick 
carbon steel.  The wear bars shall be bolted from the outside of the transport 
zone.  Welded wear bars will not be accepted. 

 
2.5 Wash Zone: 

 
2..5.1 The wash zone shall be tubular in design with an integral collection pan located 

directly under the wash zone.   
 

2.5.2 The wash zone shall be constructed of minimum 11 gauge perforated Grade 304 
stainless steel plate and minimum 14 gauge Grade 304 stainless steel plate.  The 
perforations shall be 1/8”. 

 
2.5.3 The wash zone shall consist of a spray header fitted with two (2) spray nozzles to 

provide cleaning of screenings before compacting.  The wash zone supply water 
shall be approximately 10 GPM at 40psi.  The wash zone shall include a solenoid 
valve to control the flow of water into the wash zone.  The wash zone shall include 
a solenoid valve, shipped loose to control the flow of water.  The Contractor shall 
be required to provie and install the interconnecting piping and valves between the 
water source, the wash zone and the solenoid valve.   

 
 Note:  The Contractor shall also be required to provide a Y-strainer with mesh size 

40, equivalent to 0.47mm (470 microns). 
 

2.6 Press Zone: 
 

2.6.1 The press zone design shall tubular in design with an integral collection pan 
located directly under the zone. 

 
2.6.2 The press zone shall be constructed of minimum 11 gauge Grade 304 Stainless 

Steel. 
 

2.7 Collection Pan: 
 

2.7.1 The collection pan design shall be a U-Tough design located directly under the 
sieve. 

 
2.7.2 The collection pan shall be constructed of minimum 14 gauges Grade 304 stainless 

steel and attached to the compactor body with quick release clamps. 
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2.7.3 The collection pan water supply shall be approximately 10 GPM at 40 psi.  The 

flush water shall run five (5) seconds out of every twenty (20) seconds and be field 
adjustable.  The flush water shall flow down to the base of the collection pan to the 
3" diameter drain outlet. 

 
2.7.4 The wash zone shall include a solenoid valve, shipped loose to control the flow of 

water.  The Contractor shall be required to furnish and install all interconnecting 
piping and valves between the water source, the wash zone and the solenoid 
valve. 

 
2.8 Discharge Tube: 
 

2.8.1 The discharge tube shall be cylindrical and constructed of minimum 14 gauge 
Grade 304 stainless steel. 

 
2.8.2 The discharge tube shall include an integral bagging system.  The bagging system 

shall consist of a plastic bag holder that shall mount on the discharge tube.  The 
holder shall be readily removable for inspection and service.  The holder shall 
provide for a consumable 260 feet high-strength biodegradable polyethylene 
tube/bag to receive screenings directly from the compactor. 

 
2.9 Drive System: 
 

2.9.1 Electric Motor:  The electric motor shall be maximum 3 HP, 230/460V, 3 Phase, 60 
Hz, TEFC, rated for the required Electrical Area Classification. 

 
2.9.2 Gear Reducer:  The design shall utilize a shaft mounted parallel helical type gea 

reducer driven by a direct coupled motor.  The reducer shall have a cast iron 
housing with an output speed of 14 rpm.  The service factor shall be minimum 1.0. 

 
2.10 Controls: 

 
2.10.1 The screw compactor control panel enclosure shall be sized as required to house 

the required components and shall be suitable for wall mounting or mounting to 
strut-type supports.  The enclosure shall be rated NEMA 4X included with the main 
control panel.  The control panel shall be pre-wired and tested, requiring only wall 
mounting and connection to external wiring by the electrical contractor in the field.  
The panel shall be located in a non-classified area where no corrosive gasses are 
present. 

 
2.10.2 The screw compactor control panel shall be controlled in synchronization with the 

upstream screening equipment.  The screw compactor shall begin operation 
whenever the screening equipment begins operation and shall continue operation 
for a predetermined period of time after the upstream equipment stops. 

 
2.10.3 The control panel shall have front panel mounted NEMA 4X pilot lights indicating, 

power, fault, forward and reverse. 
 

2.10.4 The control panel shall include a disconnect, motor starter, control power 
transformer, adjustable timer and other components to allow for sequencing the 
system. 
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2.10.5 Output Dry Contacts shall be provided for fault, forward and reverse. 

 
2.10.6 The control panel shall be fitted with an adjustable current switch.  Upon a fault, the 

equipment shall shut down and an alarm contact shall be initiated. 
 

2.10.7 The main panel shall include an automatic/local switch, forward/reverse switch and 
an emergency stop.  (Standard - NEMA 4X) 

 
2.11 Anchor Bolts: 

 
2.11.1 The Contractor shall be required to provide all anchor bolts, nuts and washers and 

shall be constructed 3/4" diameter, 304 grade stainless steel.  
 

2.12 Spare Parts: 
 

2.12.1 The Contractor shall be required to provide the following spare parts.  The spare 
parts shall be packaged with labels bearing the description and quantity of the 
contents. 

 
2.12.1.1 Recommended for one (1) year operation:  One (1) brush and one (1) set 

of wear bars. 
 

2.12.1.2 Recommended for five (5) year operation:  One (1) thrust bearing, one 
(1) set shaft seals, two (2) sets of wear bars and one (1) shafted screw. 

 
2.7 Surface Finishes and Coatings: 

 
2.7.1 The Contractor shall be required to fabricate, weld and bead blast all stainless steel 

surfaces prior to equipment assembly.  All purchased components such as motors, 
reducers, valves, switches, etc. shall be supplied with the manufacturers' standard 
finish. 

 
 
 

END OF SECTION 
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SECTION C 
ENGINEERING WAGE SCALE 

 
A PDF version of the Engineering Wage Scale can be viewed on the following web link  

https://purchasing.houstontx.gov/buyer/BidDocumentManager.aspx?id=C24545 
 

BUILDING WAGE SCALE 
 

A PDF version of the Building Wage Scale can be viewed on the following web link  
https://purchasing.houstontx.gov/buyer/BidDocumentManager.aspx?id=C24545 

Document 00700 

GENERAL CONDITIONS 
 

A PDF version of the General Conditions can be viewed on the following web link: 
https://purchasing.houstontx.gov/buyer/BidDocumentManager.aspx?id=C24545 

Document 00800 

SUPPLEMENTARY CONDITIONS 
 
The following Paragraphs amend and supplement the 2011 edition of General Conditions.  
Unaltered portions of General Conditions remain in effect. 
 
ARTICLE 3 - THE CONTRACTOR 
 
3.5 LABOR: Insert the following Paragraph 3.5.3.1.1. 
 
3.5.3.1.1 Contractor shall make good faith efforts to comply with the City 

ordinances regarding Minority and Women Business Enterprises 
(MWBE) and Persons with Disabilities Business Enterprises (PDBE) 
participation goals which are as follows:  

 
.1 the MWBE goal is 0 percent, and 

.2 the PDBE goal is 0 percent. 

 
3.28 CONTRACTOR DEBT 
 
3.28.1 IF CONTRACTOR, AT ANY TIME DURING THE TERM OF THIS 

AGREEMENT, INCURS A DEBT, AS THE WORD IS DEFINED IN 
SECTION 15-122 OF THE HOUSTON CITY CODE OF ORDINANCES, 
IT SHALL IMMEDIATELY NOTIFY CITY CONTROLLER IN WRITING.  
IF CITY CONTROLLER BECOMES AWARE THAT CONTRACTOR 
HAS INCURRED A DEBT, IT SHALL IMMEDIATELY NOTIFY 
CONTRACTOR IN WRITING.  IF CONTRACTOR DOES NOT PAY 
THE DEBT WITHIN 30 DAYS OF EITHER SUCH NOTIFICATION, 
CITY CONTROLLER MAY DEDUCT FUNDS IN AN AMOUNT EQUAL 
TO THE DEBT FROM ANY PAYMENTS OWED TO CONTRACTOR 
UNDER THIS AGREEMENT, AND CONTRACTOR WAIVES ANY 
RECOURSE THEREFORE. 
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ARTICLE 8 - TIME 
 
8.1 PROGRESS AND COMPLETION:  Delete Paragraph 8.1.6. and 

replace with the following 8.1.6. 
8.1.6.1 Contractor shall credit the City by Change Order for inspection services 

for overtime work or work performed on Sundays or Legal Holidays.  
The amount Contractor credits the City will be $50.00 per hour per 
inspector for inspection services. 

 

ARTICLE 9 - PAYMENTS AND COMPLETION 
 
9.1 UNIT PRICE WORK:  Delete Section 9.1 in its entirety and insert the 

following Section 9.1. 
 
9.1 References to Unit Prices in individual Specification sections are not 

applicable to the Contract.  Include payment for portions of the Work 
required by these sections in the Stipulated Price for the Contract. 
 

9.12 LIQUIDATED DAMAGES:  Insert the following Paragraph 9.12.1.1. 
 
9.12.1.1 The amount of liquidated damages provided in General 

Conditions Paragraph 9.12.1payable by Contractor or Surety for 
each and every day of delay beyond Contract Time, are $500.00 
per day. 

 
ARTICLE 11 - INSURANCE AND BONDS 
 
11.2 INSURANCE TO BE PROVIDED BY CONTRACTOR:  Delete 

Paragraph 11.2.8. and replace with the following 11.2.8. 
 
11.2.1.4 Contractor shall provide Owners and Contractor’s Protective Liability 

Insurance only if the contractor’s bid price is equal to or greater than 
$100,000.00. 

 
11.2.8 Endorsement of Primary Insurance:  Each policy except Workers' 

Compensation Insurance must contain an endorsement that the policy 
is primary insurance to any other insurance available to additional 
insured with respect to claims arising under the Contract. 
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CITY OF HOUSTON -- BIDDER’S BOND 
 
(Must be in an amount at least 10% of the bid. If the bid is upon alternates this bond must be for 
at least 10% of the highest amount for which the bidder offers to do any or all the work bid upon.) 
 
THE STATE OF TEXAS  § 

§     KNOW ALL MEN BY 
THESE PRESENTS: 
COUNTY OF HARRIS  § 
 
THAT WE, _________________________________________________ as principal and the 
other subscriber hereto as Surety, do hereby acknowledge ourselves to be held and firmly bound 
to the City of Houston, a municipal corporation in the sum of 
$_____________________________________ Dollars ($____________________). 
 
The condition of this obligation is that: --- 
 

WHEREAS, the said principal is submitting to the City of Houston its or its bid for the 
doing for the City of Houston of certain work and construction of which the following is a brief 
description, to-wit: --- 
 
Bid No. S50-C24545 
 
Remove, Furnish & Install a Barscreen, Conveyor/Compactor System & Associated 
Equipment for the Public Works and Engineering Department 
 
in accordance with the plans and specifications for such work upon which such bid is made, to 
which plans and specifications reference is made for a more full description of the work and 
construction referred to. 
 

NOW, THEREFORE, if the said bidder is awarded the contract for such work, the said 
bidder will, within the time provided in the specifications, enter into a contract with the City 
therefore upon the form and to the purpose and intent provided in the specifications, will furnish 
insurance as required in the specifications and will furnish a good and sufficient construction 
surety bond executed by said bidder and one corporate surety organized under the laws of the 
State of Texas or authorized to do business in the State of Texas and having a fully paid up 
capital stock of not less than $100,000.00 and duly licensed and qualified by the Board of 
Insurance Commissioners of the State of Texas, which bond shall be for an amount equal to 100 
percent of the contract price and shall be conditioned in accordance with the requirements stated 
in the specifications upon which such bid is being submitted. 
 

In the event said bidder is unable or fails to execute said contract for the work proposed 
to be done, is unable or fails to furnish insurance as specified or is unable or fails to furnish said 
construction bond in the amount and condition as aforesaid, the undersigned principal and surety 
shall be liable to said City of Houston for the full amount of this obligation which is here and now 
agreed upon and admitted as the amount of the damages which will be suffered by the City of 
Houston on account of the failure of such bidder to so comply with the terms of this bid. 
 
Executed this ______________day of _____________________, A.D. 2013. 
 

PRINCIPAL 
            
        By__________________ 
 

         By__________________ 
 

____________________ 
            Surety 
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ONE-YEAR MAINTENANCE BOND 
 

THAT WE,         , as Principal, 
hereinafter called Contractor, and the other subscriber hereto,     , 
as Surety, do hereby acknowledge ourselves to be held and firmly bound to the City of 
Houston, a municipal corporation, in the sum of $                               , for the payment of 
which sum well and truly to be made to the City of Houston and its successors, the said 
Contractor and Surety do bind themselves, their heirs, executors, administrators, successors, 
jointly and severally. 
 
THE CONDITIONS OF THIS OBLIGATION ARE SUCH THAT: 
 

WHEREAS, the Contractor has on or about this day executed a Contract in writing 
with the City of Houston for   
 , 
all of such work to be done as set out in full in said Contract documents therein referred to 
and adopted by the City Council, all of which are made a part of this instrument as fully and 
completely as if set out in full herein. 
 

NOW THEREFORE, if the said Contractor shall comply with the provisions of 
Paragraph 11.5.1 of the General Conditions, and correct work not in accordance with the 
Contract documents discovered within the established one-year period, then this obligation 
shall become null and void, and shall be of no further force and effect; otherwise, the same is 
to remain in full force and effect. 
 

Notices required or permitted hereunder shall be in writing and shall be deemed 
delivered when actually received or, if earlier, on the third day following deposit in a United 
States Postal Service post office or receptacle, with proper postage affixed (certified mail, 
return receipt requested), addressed to the respective other party at the address prescribed 
in the Contract documents, or at such other address as the receiving party may hereafter 
prescribe by written notice to the sending party. 
 

IN WITNESS THEREOF, the said Contractor and Surety have signed and sealed this 
instrument on the respective dates written below their signatures and have attached current 
Power of Attorney. 
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ATTEST, SEAL:  (if a corporation)   
 
WITNESS:  (if not a corporation)  Name of Contractor 
 
By:         By:   

Name:      Name: 
Title:      Title: 

Date: 
 
 
ATTEST/SURETY WITNESS:            

Full Name of Surety 
(SEAL)   

Address of Surety for Notice 
  
 
  
Telephone Number of Surety 

 
By:         By:   

Name:      Name:   
Title:      Title:  Attorney-in-Fact 
Date:      Date: 

 
 
 

This Ordinance or Contract has been reviewed as to form by the undersigned legal 
assistant and have been found to meet established Legal Department criteria.  The 
Legal Department has not reviewed the content of these documents. 

 
    
Legal Assistant      Date 
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PERFORMANCE BOND 
 

THAT WE,  , as Principal, 
(the “Contractor”), and the other subscriber hereto,  , 
as Surety, do hereby acknowledge ourselves to be held and firmly bound to the City of 
Houston (the “City”), a municipal corporation, in the penal sum of $                       for the 
payment of which sum, well and truly to be made to the City, its successors and assigns, 
Contractor and Surety do bind themselves, their heirs, executors, administrators, successors 
and assigns, jointly and severally. 
 
THE CONDITIONS OF THIS OBLIGATION ARE SUCH THAT: 
 

WHEREAS, the Contractor has on or about this day executed a Contract in writing 
with the City for   
 , 
all of such work to be done as set out in full in said Contract documents therein referred to 
and adopted by the City Council, all of which are made a part of this instrument as fully and 
completely as if set out in full herein. 
 

NOW THEREFORE, if the said Contractor shall faithfully and strictly perform the 
Contract in all its terms, provisions, and stipulations in accordance with its true meaning and 
effect, and in accordance with the Contract documents referred to therein and shall comply 
strictly with each and every provision of the Contract and with this Bond, then this obligation 
shall become null and void and shall have no further force and effect; otherwise the same is 
to remain in full force and effect.  Should the Contractor fail to faithfully and strictly perform 
the Contract in all its terms, including but not limited to the indemnifications thereunder, the 
Surety shall be liable for all damages, losses, expenses and liabilities that the City may suffer 
in consequence thereof, as more fully set forth herein. 
 

It is further understood and agreed that the Surety does hereby relieve the City or its 
representatives from the exercise of any diligence whatever in securing compliance on the 
part of the Contractor with the terms of the Contract, and the Surety agrees that it shall be 
bound to take notice of and shall be held to have knowledge of all acts or omissions of the 
Contractor in all matters pertaining to the Contract.  The Surety understands and agrees that 
the provision in the Contract that the City will retain certain amounts due the Contractor until 
the expiration of 30 days from the acceptance of the Work is intended for the City's benefit, 
and the City will have the right to pay or withhold such retained amounts or any other amount 
owing under the Contract without changing or affecting the liability of the Surety hereon in 
any degree. 

 
It is further expressly agreed by Surety that the City or its representatives are at liberty at 

any time, without notice to the Surety, to make any change in the Contract documents and in 
the Work to be done hereunder, as provided in the Contract, and in the terms and conditions 
thereof, or to make any change in, addition to, or deduction from the Work to be done 
hereunder; and that such changes, if made, shall not in any way vitiate the obligation in this 
Bond and undertaking or release the Surety there from. 
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It is further expressly agreed and understood that the Contractor and Surety will fully 
indemnify and save harmless the City from any liability, loss, cost, expense, or damage 
arising  

 
out of Contractor’s performance of the Contract. 

 
If the City gives Surety notice of Contractor’s default, Surety shall, within 45 days, take 

one of the following actions: 
 
1. Arrange for Contractor, with consent of the City, to perform and complete the 

Contract; or 
 
2. Take over and assume completion of the Contract itself, through its agents or 

through independent contractors, and become entitled to the payment of the 
balance of the Contract Price. 

 
If the Surety fails to take either of the actions set out above, it shall be deemed to have 

waived its right to perform and complete the Contract and receive payment of the balance of 
the Contract Price and the City shall be entitled to enforce any remedies available at law, 
including but not limited to completing the Contract itself and recovering any cost in excess of 
the Original Contract Price from the Surety. 

 
This Bond and all obligations created hereunder shall be performable in Harris County, 

Texas.  This Bond is given in compliance with the provisions of Chapter 2253, Texas 
Government Code, as amended, which is incorporated herein by this reference.   
 

Notices required or permitted hereunder shall be in writing and shall be deemed 
delivered when actually received or, if earlier, on the third day following deposit in a United 
States Postal Service post office or receptacle, with proper postage affixed (certified mail, 
return receipt requested), addressed to the respective other Party at the address prescribed 
in the Contract documents, or at such other address as the receiving party may hereafter 
prescribe by written notice to the sending party. 
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EXECUTED in multiple originals this______ day of_______________, 20_____. 

 
 
ATTEST/SEAL: (if a corporation)   ____________________________________ 
WITNESS: (if not corporation)   (Name of Principal) 
 

____________________________________ 
(Address of Principal) 

 
By: ______________________________ By: ________________________________ 
Name:       Name: 
Title:       Title: 
Date:       Date:  
 
 
ATTEST/SEAL 
SURETY WITNESS:          
       
 ____________________________________ 

(Name of Surety) 
 

___________________________________ 
(Address of Surety) 

 
By: _______________________________ By: ________________________________ 
Name:       Name: 
Title:       Title: 
Date:       Date: 
 
 
REVIEWED: 
 
This Bond has been reviewed as to form by the undersigned Paralegal and has been found 
to meet established Legal Department criteria. 
 
 
_________________________________  ______________________________ 
Date        Paralegal 
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STATUTORY PAYMENT BOND 
 

 
THAT WE,        , as Principal, 

hereinafter called Contractor and the other subscriber hereto,     , 
as Surety, do hereby acknowledge ourselves to be held and firmly bound unto the City of Houston, a 
municipal corporation, in the sum of $                          for the payment of which sum, well and truly 
to be made to the City of Houston, and its successors, the said Contractor and Surety do bind 
themselves, their heirs, executors, administrators, successors,  jointly and severally. 
 
 
THE CONDITIONS OF THIS OBLIGATION ARE SUCH THAT: 
 

 
WHEREAS, the Contractor has on or about this day executed a contract in writing with the City 

of Houston for   
 , 
all of such work to be done as set out in full in said Contract documents therein referred to and 
adopted by the City Council, all of which are made a part of this instrument as fully and completely as 
if set out in full herein; 
 

 
NOW, THEREFORE, if the said Contractor shall pay all claimants supplying labor and 

materials to him or a Subcontractor in the prosecution of the Work provided for in the Contract, then, 
this obligation shall be void; otherwise the same is to remain in full force and effect; 
 

 
PROVIDED HOWEVER, that this Bond is executed pursuant to the provisions of Chapter 

2253, Texas Government Code, as amended, and all liabilities on this Bond shall be determined in 
accordance with the provisions of said Article to the same extent as if it were copied at length herein. 
 

 
IN WITNESS THEREOF, the said Contractor and Surety have signed and sealed this 

instrument on the respective dates written below their signatures and have attached current Power of 
Attorney. 
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ATTEST, SEAL:  (if a corporation)     
WITNESS:  (if not a corporation)  Name of Contractor 
 
 
By:         By:   

Name:      Name: 
Title:      Title: 

Date: 
 
ATTEST/SURETY WITNESS:            

Full Name of Surety 
(SEAL)   

Address of Surety for Notice 
  
 
  
Telephone Number of Surety 

 
By:         By:   

Name:      Name:   
Title:      Title:  Attorney-in-Fact 
Date:      Date: 

 
 
 

This Ordinance or Contract has been reviewed as to form by the undersigned legal assistant 
and have been found to meet established Legal Department criteria.  The Legal Department 
has not reviewed the content of these documents. 

 
    
Legal Assistant      Date 

 
 
 
 
 


