Metropolitan-1475 West Gray

Pool Equipment Mechanical and Locker Room

Scope of Work

Chemical Room and Pool Exit Doors:

Demolition of two Metal Doors & Frames for Chemical and Locker Room Exit Doors.

Prepare wall opening for installation of new doors and frames.

Install two (2) 3870-LHR-M16-7 ¾- A60 Galvanized- B Label- H.M. Frames.

Install two (2) 3870-LHR-161-18 Gage- B Label- A60 Hollow Metal doors. 

Install six (6) 4 ½ “ BB Hinges

Install one (1) 24”x 24” Galvanized Louver in Chemical Room Door.

Install two (2) Cal Royal SL100, Keyed Lever Trim.

Install two (2) 48” Aluminum Thresholds.

Install two (2) Aluminum Door Sweeps. 

Locker Room Entrance Door

Install one (1) Sidelite Custom Frame 71 ½” x  88” x 7 ¾” with Welded 4” Header Prepared for Clear Laminated ¼” Glass.

Install one (1) 3070-RH-161-18 gage-24” x  44” Window Kit-Clear.

Install three (3) 4 ½” BB Hinges.

Install one (1) Cal Royal Keyed Lever Trim.

Re-Install one (1) Doromatic Auto Closer.

Remove all debris and clean area to make ready for pedestrian traffic flow.

Entire installation must be of highest quality and workmanship and adhere to all City of Houston and Building Code requirements.

Project must include all labor and materials necessary to complete installation.

Finish and Painting to be performed by others.

