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PART ONE – GENERAL 

1.1  PROJECT SCOPE

1.1.1  Requirements for Providing a Air/Vacuum Release Valve for Almeda Sims WWTP

1.2	GENERAL

1.2.1	The specifications herein state the minimum requirements of the City of Houston.  All bids must be regular in every respect.  Unauthorized conditions, limitations, or provisions shall be cause for rejection.  The CITY may consider as “irregular” or “non-responsive”, any bid not prepared and submitted in accordance with the bid documents and specification, or any bid lacking sufficient technical literature to enable the City of Houston to make a reasonable determination of compliance to the specification.  It shall be the bidder’s responsibility to carefully examine each item of the specification, failure to offer a completed bid or failure to respond to each section of the technical specification (exception yes or no) will cause the proposal to be rejected without review as “non-responsive”.  All variances, exceptions, and/or deviations shall be fully described in the appropriate section; deceit in responding to the specification will be cause for rejection.

1.2.2 	EQUIVALENT PRODUCT: Bids will be accepted for consideration on any make and model that is equal to or superior Dezurik Apco Sewage Air/Vacuum Valves Generation II Series 401 Model 410, as interpreted by the City of Houston. A blanket statement that equipment proposed will meet all requirements will not be sufficient to establish equivalence, but will require replay an explanation at each deviation or substitution.

1.2.3 	INTERPRETATIONS: In order to be fair to all bidders, no oral interpretations will be given to any bidder as to the meaning of the specifications documents or any part thereof.  Every request for each a consideration shall be made in writing to the City of Houston.  Based upon such inquiry, the City of Houston may choose to issue an Addendum in accordance with Local Public Contract Laws.

1.2.4	GENERAL SPECIFICATIONS: Units described shall be new, unused and of the current year’s production. The style of Air/Vacuum Release Valve being bid must be in production for a minimum of 5 years.  (Include users list)  Unit shall be of the latest design and in current production completely serviced, ready for work and shall include all standard and optional equipment as specified herein.  All bidders must have demonstrated the unit they are bidding prior to bid date.

1.2.5	Bidders must have a fully stocked parts and service facility within 50 miles of the City of Houston.  The City of Houston shall have the right to inspect the office and shall be the sold judge of its adequacy to fulfill this requirement.

1.2.6	Bidders, on request of the City of Houston, must be prepared to review their specifications with the City of Houston  and must, if requested. These services, if needed are considered as part of the bidder’s proposal and will be provided without cost or obligation to the City of Houston.

1.3	DESIGN REQUIREMENTS

1.3.1	The Air/Vacuum Release Valve shall allow unrestricted venting or re-entry of air through it during filling or draining of the force main to prevent vacuum

1.3.2		
	Size (Inlet) 
	10” Flanged

	Size (Outlet)
	10” Plain

	Height
	41” 

	PSI
	500

	All internals shall be easily removed thru the top cover without removing the main valve from the line.


                       
PART TWO - PRODUCTS

.

2.1	EQUIPMENT

2.1.1	Material:  Materials of construction shall be certified to the following ASTM specifications:


	Body, Cover and Baffle
	Ductile Iron
	ASTM A536 GR 65-45-12

	Upper Float
	Stainless Steel
	ASTM A240

	Patented Concave Lower Float
	Stainless Steel
	ASTM A240 T304

	Stem, Guide Bushing
	Stainless Steel
	Series T300

	Seat
	Buna -N
	Nitrile Rubber

	Exterior Paint
	[bookmark: _GoBack]Universal Metal Primer
	FDA Approved for Potable Water




PART THREE - EXECUTION

3.1	DELIVERY

3.1.1.	Entire assembled unit shall be delivered at COH’s Southwest WWTP, 4211 Beechnut, Houston, Texas 77096, with sufficient capabilities of delivery vehicle to suitably off-load the assembled unit.

3.1.2		The assembled unit shall be packaged to prevent any damage to the unit during travel and off-loading.

3.1.3	The delivery company must coordinate with the appropriate City of Houston Staff to ensure the unit is off-loaded safely in the appropriate place and manner desired by the City of Houston.

3.1.4	Final Delivery details should also be coordinated with Mr. Stephen Hooks, Wastewater Operations Branch, Phone 281-960-7513


3.2	               TOOLS AND SPARE PARTS

3.2.2	              (2) Operations and Maintenance manuals.

3.3	WARRANTY

3.3.1	The manufacturer shall furnish the following to the owner:

3.3.2		Shall provide one (1) year warranty from the date of final system acceptance and allow the City the  
		option to purchase an extended warranty.



