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PVC Solvent Cements
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

700™
Regular bodied, fast setting, clear PVC cement for all 
classes and schedules through 4” diameter interfer-
ence fit (except Sch. 80).
Clear
3 year shelf life  

10078
10079
10080
10081
10082

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

52
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

58.35
17.95
10.40

6.75
4.65

702™
Regular bodied, fast setting, clear PVC cement for all
classes and schedules through 4” diameter interfer-
ence fit (except Sch. 80).
Clear
3 year shelf life  

10974
10975
10976
10977
10978

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

51
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

 58.35
17.95
10.40

6.75
4.65

704™
Medium bodied, fast setting, clear PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Clear
3 year shelf life  

12122
12123
12124
12125
12126

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

52
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

64.35
18.95
11.35
6.70
4.70

704™
Medium bodied, fast setting, gray PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Gray
3 year shelf life  

12127
12128
12129
12130
12131

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

52
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

64.35
18.95
11.35
6.70
4.70

705™
Medium bodied, fast setting, clear PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Clear
3 year shelf life  

10085
10089
10093
10097
10100
10103

Gal
Qt
Pt

1/2 Pt
1/4 Pt

3/4 Oz.

6
12
12
24
24
48

52
27
14
15
8
3

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC
T,AC

66.55
19.50
11.95
6.80
4.75
3.25

705™
Medium bodied, fast setting, gray PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Gray
3 year shelf life  

10086
10090
10094
10098
10101

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

52
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

66.55
19.50
11.95
6.80
4.75

705™
Medium bodied, fast setting, white PVC cement for
all classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
White
3 year shelf life  

10087
10091
11793

Gal
Qt
Pt

6
12
12

54
28
14

MC,SC
MC,AC
MC,AC

66.55
19.50
11.70

The information on this Price List is a brief description only. The Buyer/User should contact IPS Corporation or a local distributor to get full detailed
information. Possession of this Price List shall not be construed as an offer to sell the products listed.

11793 Pt 12 14 MC,AC 11.70

Effective December 1, 2006
Prices subject to change without notice
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PVC Solvent Cements
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

710™
Regular bodied, very fast setting, clear PVC cement
for all classes and schedules through 2” diameter
interference fit (except Sch. 80).
Clear
3 year shelf life  

10111
10112
10113
10114
10115

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

52
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

67.70
20.25
12.15

7.10
4.85 

711™
Heavy bodied, medium setting, gray PVC cement for
all classes and schedules with interference fit
through 12” diameter. (Wide mouth top for use with
4020 Swab & 7020 Roller.)
Gray
3 year shelf life  

10117
10119
10121
10123

Gal
Qt
Pt

1/2 Pt

6
12
12
24

54
28
14
15

WM,MC,SC
MC,AC
MC,AC
MC,AC

85.00
25.10
14.60

8.15

717™
Heavy bodied, medium setting, clear PVC cement for
all classes and schedules with interference fit
through 12” diameter, non-pressure applications 
through 18” diameter. (Wide mouth top for use with
4020 Swab & 7020 Roller.)
Clear
3 year shelf life  

10141
10144
10147
10150
10861

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
28
14
15
8

WM,MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

84.00
24.90
14.65

8.35
5.55

717™
Heavy bodied, medium setting, gray PVC cement for
all classes and schedules with interference fit
through 12” diameter, non-pressure applications 
through 18” diameter. (Wide mouth top for use with 
4020 Swab & 7020 Roller.)
Gray
3 year shelf life  

10142
10145
10148
10151

Gal
Qt
Pt

1/2 Pt

6
12
12
24

53
28
14
15

WM,MC,SC
MC,AC
MC,AC
MC,AC

84.00
24.90
14.65

8.35

719™
Extra heavy bodied, slow setting, gray PVC cement
for all classes and schedules with interference fit
through 30” diameter.
Gray
3 year shelf life  

10154
10156
10158

Gal
Qt
Pt

4
12
12

37
29
15

MC,TT
MC,TT
MC,TT

96.85
29.30
16.90

719™
Extra heavy bodied, slow setting, white PVC cement 
for all classes and schedules with interference fit
through 30” diameter.
White
3 year shelf life  

10155
10157
10159
12658

Gal
Qt
Pt

10.3 Oz.

4
12
12
24

37
29
15
21

MC,TT
MC,TT
MC,TT

Cartridge

96.85
29.30
16.90
16.50

721™
Medium bodied, fast setting, blue PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Blue
3 year shelf life  

10160
10161
10162
10163
10849

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
28
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

84.05
24.40
14.25

8.30
5.10

725™ Wet 'R Dry
Medium bodied, extremely fast setting, aqua blue
PVC cement for all classes and schedules through
6” diameter interference fit, Sch. 80 through 4”
diameter.
Aqua Blue
3 year shelf life  

10164
10165
10166
10167
10850

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

82.50
23.90
13.95

8.15
5.05

10158 Pt 12 15 MC,TT 16.90
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PVC Solvent Cements
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

727™ Hot 'R Cold
Medium bodied, very fast setting, clear PVC cement
for all classes and schedules with interference fit
through 6” diameter, Schedule 80 through 4” diameter.
Clear
3 year shelf life  

10840
10841
10842

Gal
Qt
Pt

6
12
12

53
28
14

MC,SC
MC,AC
MC,AC

85.45
26.00
15.05

735™ Wet 'N Fast
Medium bodied, extremely fast setting, blue PVC
cement for all classes and schedules through 6”
diameter interference fit, Sch. 80 through 4” diameter.
Blue  LOW VOC
3 year shelf life  

12494
12495
12496
12497
12498

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

85.15
24.60
14.40

8.40
5.20

737™ Turf 'N Ag
Medium bodied, very fast setting, blue (fades to clear
in sunlight) PVC cement for all classes and schedules
through 8” diameter interference fit, Sch. 80
through 4” diameter.
Blue
3 year shelf life  

10988
10989
10990
11984
11985

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
28
14
15
8

WM,MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

76.10
22.10
12.90

7.80
4.70

747™ Pool 'R Spa
Medium bodied, extremely fast setting, blue (fades to
clear in sunlight) PVC cement for all classes and
schedules through 6” diameter interference fit, Sch.
80 through 4” diameter.
Blue
3 year shelf life  

10851
10852
10853
10854
10855

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
28
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

79.85
23.15
13.55

8.15
5.05

795™
Medium bodied, fast setting, clear PVC cement for all
flex/flex and flex/rigid PVC pipe and fittings through
6” diameter interference fit, Sch. 80 through 3”
diameter.
Clear
3 year shelf life  

10278
10280
10281
10282
10283

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

51
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

83.70
24.10
14.30

8.30
5.65

795™
Medium bodied, fast setting, blue PVC cement for all
flex/flex and flex/rigid PVC pipe and fittings through
6” diameter interference fit, Sch. 80 through 3”
diameter.
Blue
3 year shelf life  

11727
11905

Gal
Qt

6
12

51
27

MC,SC
MC,AC

83.70
24.10

CPVC Solvent Cements
FLOWGUARD GOLD®

Medium bodied, fast setting, yellow CPVC cement 
for copper tube size pipe and fittings through 2”
diameter interference fit. 
Yellow  LOW VOC
2 year shelf life  
Flowguard Gold® is a registered trademark of Noveon, Inc.

11025
11026
11027
11028
11029

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

56
29
15
16
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

86.95
25.35
14.60

9.00
5.65

ALL WEATHER FLOWGUARD GOLD®

Medium to heavy bodied, fast setting, yellow CPVC
cement for copper tube size pipe and fittings through
2” diameter interference fit. Specially formulated for
wet or cold weather applications.
Yellow  LOW VOC
2 year shelf life  
Flowguard Gold® is a registered trademark of Noveon, Inc.

11933
11934
11935
11954

Qt
Pt

1/2 Pt
1/4 Pt

12
12
24
24

29
15
16
8

MC,AC
MC,AC
MC,AC
MC,AC

26.40
15.05

9.35
6.05
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CPVC Solvent Cements
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

713™
Regular bodied, fast setting, orange CPVC cement
for copper tube size and Schedule 40 pipe and
fittings through 2” diameter interference fit.
Orange
2 year shelf life  

10125
10126
10127
10128
10129

Gal
Qt
Pt

1/2 Pt
1/4 Pint

6
12
12
24
24

53
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

86.75
24.30
13.95

8.65
5.40

714™
Heavy bodied, medium setting, orange CPVC
cement for all classes and schedules with interference
fit through 12” diameter.
Orange
2 year shelf life  

10130
10132
10135
10137

Gal
Qt
Pt

1/2 Pt

6
12
12
24

55
29
14
15

MC,SC
MC,AC
MC,AC
MC,AC

94.50
27.30
15.35

9.45

714™
Heavy bodied, medium setting, gray CPVC cement
for all classes and schedules with interference fit
through 12” diameter.
Gray
2 year shelf life  

10131
10134

Qt
Pt

12
12

29
14

MC,AC
MC,AC

27.30
15.35

724™
Heavy bodied, medium setting, gray CPVC cement
for all classes and schedules with interference fit
through 12” diameter. May be used on PVC industrial
piping systems for chemical applications. Approved
for Corzan™ Industrial Systems.
Gray  LOW VOC
2 year shelf life  
Corzan™ is a registered trademark of Noveon, Inc.

12233
11659
11890

Gal
Qt
Pt

6
12
12

56
29
15

WM,MC,SC
MC,AC
MC,AC

100.10
28.95
16.40

729™
Extra heavy bodied, slow setting, gray CPVC cement
for all classes and schedules of industrial piping and
duct with interference fit through 24” diameter.
Gray  LOW VOC
2 year shelf life

10844
10845

Gal
Qt

4
12

37
29

MC,TT
MC,TT

106.35
32.60

ABS Solvent Cements

771™
Medium bodied, fast setting, milky ABS cement for
all classes and schedules with interference fit
through 8” diameter.
Milky
3 year shelf life  

10230
10232
10233
10234

Gal
Qt
Pt

1/2 Pt

6
12
12
24

49
26
13
14

MC,SC
MC,AC
MC,AC
MC,AC

63.25
18.55
10.90

6.70

771™
Medium bodied, fast setting, yellow ABS cement for
all classes and schedules with interference fit
through 8” diameter.
Yellow
3 year shelf life  

10965
10966
10967
10968
10969

Gal
Qt
Pt

1/2 Pt
1/4 Pint

6
12
12
24
24

49
26
13
14
7

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

63.25
18.55
10.90

6.85
5.30

773™
Medium bodied, fast setting, black ABS cement for
all classes and schedules with interference fit
through 8” diameter.
Black
3 year shelf life  

10241
10243
10244
10245
10246

Gal
Qt
Pt

1/2 Pt
1/4 Pint

6
12
12
24
24

50
26
13
14
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

53.95
16.10

9.80
5.85
4.30

10234 1/2 Pt 24 14 MC,AC 6.70

10125 Gal 6 53 MC,SC 86.75
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Multi-Purpose and Transition Cements
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

790™
Medium bodied, fast setting, clear PVC to CPVC
multi-purpose cement for all classes and schedules
through 6” diameter interference fit, Sch. 80 through
4” diameter. May be used on low-pressure ABS and
Styrene systems.
Clear
3 year shelf life

10257
10258
10259
10260

Qt
Pt

1/2 Pt
1/4 Pt

12
12
24
24

27
14
15
8

MC,AC
MC,AC
MC,AC
MC,AC

21.75
13.00

7.75
5.25

793™
Regular bodied, very fast setting, clear ABS to PVC
transition cement for all classes and schedules with
interference fit through 2 1/2” dia. (except Sch. 80).
Clear
3 year shelf life

10267
10268
10269
10270
10271

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

52
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

71.50
21.35
12.80

7.60
5.20

794™
Medium bodied, fast setting, green ABS to PVC
transition cement for all classes and schedules
through 6” diameter interference fit (except Sch. 80).
Green
3 year shelf life  

10272
10273
10274
10275

Gal
Qt
Pt

1/2 Pt

6
12
12
24

53
28
14
15

MC,SC
MC,AC
MC,AC
MC,AC

76.15
23.25
13.45

8.25

796™
Regular bodied, fast setting, white ABS to PVC
transition cement for all classes and schedules
through 6” diameter interference fit (except Sch. 80).
CSA certified for non-pressure ABS/PVC transition
joints only.
White
3 year shelf life   

12687
10995
10996

Qt
Pt

1/2 Pt

12
12
24

27
14
15

MC,AC
MC,AC
MC,AC

18.65
13.55

8.35

LOW VOC PVC Cements
2700™
Regular bodied, fast setting, clear PVC cement for all
classes and schedules through 4” diameter interfer-
ence fit (except Sch. 80).
Clear  LOW VOC
3 year shelf life  

11065
11066
11067
11068
11069

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

54
28
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

 62.55
19.15
11.25
7.20
4.85

2704™
Medium bodied, fast setting, clear PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Clear  LOW VOC
3 year shelf life  

12132
12133
12134
12135
12136

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

52
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

66.95
20.25
11.55
7.30
4.95

2704™
Medium bodied, fast setting, gray PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Gray  LOW VOC
3 year shelf life  

12138
12139
12140
12141
12142

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

52
27
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

66.95
20.25
11.55
7.30
4.95

2705™
Medium bodied, fast setting, clear PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Clear  LOW VOC
3 year shelf life  

11000
11001
11002
11003
11004

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

55
28
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

71.95
20.90
12.90

7.30
5.05

10272 Gal 6 53 MC,SC 76.15
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Low VOC PVC Cements
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

2711™
Heavy bodied, medium setting, gray PVC cement for
all classes and schedules with interference fit through 
12” diameter.
Gray  LOW VOC 
3 year shelf life

11005
11006
11007
11008

Gal
Qt
Pt

1/2 Pt

6
12
12
24

55
29
14
15

WM, MC,SC
MC,AC
MC,AC
MC,AC

89.90
26.80
15.55

8.65

2717™
Heavy bodied, medium setting, clear PVC cement for
all classes and schedules with interference fit
through 12” diameter, non-pressure applications 
through 18” diameter. (Wide mouth top for use with
4020 Swab & 7020 Roller.)
Clear  LOW VOC 
3 year shelf life

12320
12321
12322
12323

Gal
Qt
Pt

1/2 Pt

6
12
12
24

55
29
14
15

WM, MC,SC
MC,AC
MC,AC
MC,AC

90.75
26.90
15.80

8.75

2717™
Heavy bodied, medium setting, gray PVC cement for
all classes and schedules with interference fit
through 12” diameter, non-pressure applications 
through 18” diameter. (Wide mouth top for use with
4020 Swab & 7020 Roller.)
Gray  LOW VOC 
3 year shelf life

11823
11825
11826
11827

Gal
Qt
Pt

1/2 Pt

6
12
12
24

55
29
14
15

WM, MC,SC
MC,AC
MC,AC
MC,AC

90.75
26.90
15.80

8.75

2719™
Extra heavy bodied, slow setting, white PVC cement
for all classes and schedules with interference fit
through 30” diameter.
Gray  LOW VOC
3 year shelf life

13079
13045

Gal
Qt

4
12

37
29

MC,WM
MC,TT

102.65
30.95

2719™
Extra heavy bodied, slow setting, white PVC cement
for all classes and schedules with interference fit
through 30” diameter.
White  LOW VOC
3 year shelf life

11015
11016

Gal
Qt

4
12

37
29

MC,TT
MC,TT

102.65
30.95

2721™
Medium bodied, fast setting, blue PVC cement for all
classes and schedules through 6” diameter interfer-
ence fit, Sch. 80 through 4” diameter.
Blue  LOW VOC 
3 year shelf life

11010
11011
11012
11013
11014

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

55
28
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

85.85
26.25
15.30

8.55
5.25

2725™ Wet 'R Dry
Medium bodied, extremely fast setting, aqua blue
PVC cement for all classes and schedules through 6”
diameter interference fit, Sch. 80 through 4” diameter.
Aqua Blue LOW VOC 
3 year shelf life

11055
11056
11057
11058
11059

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

55
29
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

87.20
25.10
14.60

8.65
5.35

2735™ Wet 'N Fast
Medium bodied, extremely fast setting, blue PVC
cement for all classes and schedules through 6”
diameter interference fit, Sch. 80 through 4” diameter.
Blue LOW VOC  
3 year shelf life

13024
13025
13026
13027
13028

Gallon
Quart
Pint

1/2 Pint
1/4 Pint

6
12
12
24
24

55
28
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

85.15
24.60
14.40

8.40
5.20

2737™ Turf 'N Ag
Medium bodied, very fast setting, blue (fades to clear
in sunlight) PVC cement for all classes and schedules
through 8” diameter interference fit, Sch. 80
through 4” diameter.
Blue  LOW VOC  
3 year shelf life

12245
12246
12247
12248
12249

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
28
14
15
8

WM,MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

80.65
23.40
13.75

8.20
5.05

12323 1/2 Pt 24 15 MC,AC 8.75

13024 Gallon 6 55 MC,SC 85.15
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Low VOC PVC Cements
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

2747™ Pool 'R Spa
Medium bodied, extremely fast setting, blue (fades to
clear in sunlight) PVC cement for all classes and
schedules through 6” diameter interference fit, Sch.
80 through 4” diameter.
Blue  LOW VOC
3 year shelf life  

11050
11051
11052
11053
11054

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
28
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

84.60
24.50
14.40

8.65
5.40

2795™
Medium bodied, fast setting, clear PVC cement for all
flex/flex and flex/rigid PVC pipe and fittings through 6”
diameter interference fit, Sch. 80 through 3” diameter.
Clear  LOW VOC
3 year shelf life  

11045
11046
11047
11048
11049

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

53
28
14
15
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

88.80
25.60
15.10

8.80
5.95

Low VOC CPVC Cements
FLOWGUARD GOLD®

Medium bodied, fast setting, yellow CPVC cement
for copper tube size pipe and fittings through 2”
diameter interference fit.
Yellow  LOW VOC
2 year shelf life  
Flowguard Gold® is a registered trademark of Noveon, Inc.

11025
11026
11027
11028
11029

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

56
29
15
16
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

86.95
25.35
14.60

9.00
5.65

ALL WEATHER FLOWGUARD GOLD®

Medium to heavy bodied, fast setting, yellow CPVC
cement for copper tube size pipe and fittings through
2” diameter interference fit. Specially formulated for
wet or cold weather applications.
Yellow  LOW VOC
2 year shelf life  
Flowguard Gold® is a registered trademark of Noveon, Inc.

11933
11934
11935
11954

Qt
Pt

1/2 Pt
1/4 Pt

12
12
24
24

29
15
16
8

MC,AC
MC,AC
MC,AC
MC,AC

26.40
15.05

9.35
6.05

724™
Heavy bodied, medium setting, gray CPVC cement
for all classes and schedules with interference fit
through 12” diameter. May be used on PVC industrial
piping systems for chemical applications. Approved
for Corzan™ Industrial Systems.
Gray  LOW VOC
2 year shelf life  
Corzan™ is a registered trademark of Noveon, Inc.

12233
11659
11890

Gal
Qt
Pt

6
12
12

56
29
15

WM,MC,SC
MC,AC
MC,AC

100.10
28.95
16.40

729™
Extra heavy bodied, slow setting, gray CPVC cement
for all classes and schedules of industrial piping and
duct with interference fit through 24” diameter.
Gray  LOW VOC
2 year shelf life

10844
10845

Gal
Qt

4
12

37
29

MC,TT
MC,TT

106.35
32.60

2714™
Heavy bodied, medium setting, orange CPVC
cement for all classes and schedules with interference
fit through 12” diameter.
Orange  LOW VOC
2 year shelf life  

11020
11021
11022
11023

Gal
Qt
Pt

1/2 Pt

6
12
12
24

56
29
15
16

MC,SC
MC,AC
MC,AC
MC,AC

97.50
28.10
16.20

9.65

2714™
Heavy bodied, medium setting, gray CPVC cement
for all classes and schedules with interference fit
through 12” diameter.
Gray  LOW VOC
2 year shelf life  

11076
11077

Qt
Pt

12
12

29
15

MC,AC
MC,AC

28.10
16.20



NOTES: Container Codes: SC-Screw Cap (no applicator); AC-Applicator Cap; MC-Metal Can; T-Tube; TT-Triple Tight (paint style) Can; PC-Plastic Container; WM-Wide Mouth (opening); 
N/A-Not Applicable Shaded items will be discontinued when inventories are depleted.

8 NOTES: Container Codes: SC-Screw Cap (no applicator); AC-Applicator Cap; MC-Metal Can; T-Tube; TT-Triple Tight (paint style) Can; PC-Plastic Container; WM-Wide Mouth (opening); 
N/A-Not Applicable Shaded items will be discontinued when inventories are depleted.

Low VOC ABS Cements
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

2771™
Medium bodied, fast setting, milky ABS cement for
all classes and schedules with interference fit through 
8” diameter.
Milky  LOW VOC
3 year shelf life  

12278
12279
12280
12301
12302

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

50
26
13
14
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

63.25
18.55
10.90

6.85
5.30

2773™
Medium bodied, fast setting, black ABS cement for
all classes and schedules with interference fit through 
8” diameter.
Black  LOW VOC
3 year shelf life  

11030
11031
11032
11033
11034

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

51
26
13
14
8

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

60.00
17.85
10.95

6.50
4.80

Low VOC Multi-Purpose & Transition Cements

2790™
Medium bodied, fast setting, clear PVC to CPVC
multi-purpose cement for all classes and schedules
through 6” diameter interference fit, Sch. 80 through 
4” diameter. May be used on low-pressure ABS and
Styrene systems.
Clear  LOW VOC
3 year shelf life

11036
11037
11038
11039

Qt
Pt

1/2 Pt
1/4 Pt

12
12
24
24

28
14
15
8

MC,AC
MC,AC
MC,AC
MC,AC

 24.85
14.50

8.75
5.60

2794™
Medium bodied, fast setting, green ABS to PVC
transition cement for all classes and schedules
through 6” diameter interference fit (except Sch. 80).
Green  LOW VOC
3 year shelf life  

11040
11041
11042
11043

Gal
Qt
Pt

1/2 Pt

6
12
12
24

53
28
14
15

MC,SC
MC,AC
MC,AC
MC,AC

 79.20
23.90
14.20

8.70

Primers and Cleaners

P-68™ Purple Primer
For all PVC and CPVC applications.

Purple  LOW VOC
3 year shelf life  

10208
10210
10212
10214
10216

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

49
25
13
14
7

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

 58.55
19.40
11.60
6.20
4.65

P-68™ Clear Primer
For all PVC and CPVC applications.

Clear  LOW VOC
3 year shelf life  

10207
10209
10211
10213
10215

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

49
25
13
14
7

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

 58.55
19.40
11 .60

6.20
4.65

P-70™ Purple Primer
For all PVC and CPVC applications.

Purple  LOW VOC
3 year shelf life  

10221
10223
10225
10227
10229

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

49
26
13
14
7

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

 75.60
22.95
14.15

7.10
5.25

P-70™ Clear Primer
For all PVC and CPVC applications.

Clear  LOW VOC
3 year shelf life  

10220
10222
10224
10226
10228

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

49
26
13
14
7

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

75.60
22.95
14.15

7.10
5.25
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Primers and Cleaners
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

P-75™ Aqua Blue Wet 'R Dry Primer
Aqua Blue primer for use with 725 and 2725
Wet 'R Dry Cement, when primer is required.
Aqua Blue LOW VOC
3 year shelf life  

10247
10248
10249
10250

Gal
Qt
Pt

1/2 Pt

6
12
12
24

48
25
13
14

MC,SC
MC,AC
MC,AC
MC,AC

 79.45
24.60
15.15

7.65

PC-64™ Purple Primer-Cleaner
For PVC and CPVC applications.

Purple LOW VOC
3 year shelf life

10871
10872
10873
10874
10875

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

47
25
12
13
7

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

 53.40
18.35
11.15
6.00
4.00

PC-64™ Clear Primer-Cleaner
For PVC and CPVC applications.
Clear  LOW VOC
3 year shelf life

12656 Qt 12 25 MC,AC  18.35

C-65™ Clear Cleaner
For PVC, CPVC, ABS and Styrene applications.

Clear  LOW VOC
Unlimited Shelf Life

10200
10201
10202
10203
10204

Gal
Qt
Pt

1/2 Pt
1/4 Pt

6
12
12
24
24

46
24
12
13
7

MC,SC
MC,AC
MC,AC
MC,AC
MC,AC

 46.30
14.45

9.55
5.55
3.70

Special Purpose Products
810™ (A & B) Kit
Two-component, high strength, reactive adhesive for
joining, fabricating and repairing PVC and CPVC
pipe and fittings. Bonds PVC and CPVC to dissimilar
materials, such as metal, concrete, clay and others.
White  LOW VOC
1 year shelf life

10810
10811
10812
10813

Gal
Qt
Pt

4 Oz.

4
4
4
6

41
11
6
3

PC,SC
PC,SC
PC,SC
PC,SC

 139.60
42.75
28.00
12.85

811™ Cartridge
Two-component, high strength, reactive adhesive,
packaged in a dual cylinder cartridge for joining, fabri-
cating and repairing PVC and CPVC pipe and fittings.
Bonds PVC and CPVC to dissimilar materials,
such as metal, concrete, clay and others.
White  LOW VOC
11/2 year shelf life

10985 470 mL 4 8 Cartridge  44.20

845
Two-component, high strength, reactive acrylic 
adhesive. For bonding and repairing most plastics 
(PVC, CPVC, ABS), metals, fiberglass, copper, 
concrete and other dissimilar materials.
May be used in wet conditions.
Tan  LOW VOC
1 year shelf life

12709

12759

43 mL in
50 mL

cartridge

400 mL

12

4

2

7

Cartridge

Cartridge

19.10

59.50

845 SK
Starter Kit for Weld-On 845 two-component, high
strength, reactive acrylic adhesive. For bonding and
repairing most plastics (PVC, CPVC, ABS), metals,
fiberglass, copper, concrete and other dissimilar
materials. May be used in wet conditions.
Kit consists of the following:
2 - 50 ml Cartridges (Stock #12709)
1 - 50 ml Dispenser Gun (Stock #12471)
6 - 50 ml Mixing Tips (Stock #11195)
Tan  LOW VOC
1 year shelf life

12711 43 mL in
50 mL

cartridge

4 4 Starter Kit 101.90
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Special Purpose Products
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

600™
Light bodied, fast setting, clear contact adhesive for
Polyethylene, Polypropylene, PVC, ABS and Styrene
non-pressure drainage systems through 4” diameter;
HVAC duct applications through 12” diameter interfer-
ence fit.
Clear
2 year shelf life

10076
10077
10825

Qt
Pt

1/4 Pt

12
12
24

26
13
8

MC,AC
MC,AC
MC,AC

 24.70
14.45

7.05

2763™
Medium bodied, fast setting, milky Styrene Rubber
cement for drain, sewer or vacuum pipe systems
through 6” diameter interference fit.
Milky  LOW VOC
3 year shelf life

11060
11061
11062
11063

Gal
Qt
Pt

1/2 Pt

6
12
12
24

50
26
13
14

MC,SC
MC,AC
MC,AC
MC,AC

 62.10
21.10
10.90

6.85

Joint Compounds and Lubricants

All Seal
A beige grit-free, non-hardening, heavy duty pipe
joint compound with a unique blend of non-toxic oils;
for sealing and lubricating all metal and most plastic
threaded piping systems carrying natural and LP
gases, gasoline, kerosene, oils, caustics, solvents,
acids, water, food, steam and air. Not for oxygen,
fluorine or liquid sodium systems.
Beige   

87670
87665
87660

Pt
1/2 Pt
1/4 Pt

12
24
24

22
20
6

MC,AC
MC,AC
MC,AC

 21.50
13.35

8.35

Blue Seal
A blue grit-free, heavy duty pipe joint compound with
a unique blend of non-toxic oils; for sealing and lubri-
cating all metal and most plastic threaded piping sys-
tems carrying acids, air, gases, ammonia, brine,
caustic alkalis, corrosives, freons, fuel, oils, solvents,
sugar, steam and water. Not for alcohol, acetone,
strong acids, alkalis or oxygen systems.
Blue   

87695
87690
87685

Qt
Pt

1/2 Pt

12
12
24

38
22
20

MC,AC
MC,AC
MC,AC

 39.20
21.70
14.90

Gold Seal
A gold grit-free, heavy duty pipe joint compound with
a unique blend of non-toxic oils; for sealing and lubri-
cating all threaded CPVC plastic pipe and fittings
carrying natural and LP gases, gasoline, kerosene,
oils, caustics, solvents, acids, water, food, steam and
air. Not for oxygen, fluorine or liquid sodium systems.
Gold
   

88393
88392
88391

Pt
1/2 Pt
1/4 Pt

12
24
24

22
20
6

MC,AC
MC,AC
MC,AC

 21.70
13.45

8.40

Gray Seal
A gray grit-free, smooth pipe joint compound of vege-
table and mineral oils, prime and extender pigments,
plus an anti-oxidant; for sealing and lubricating all
metal (not for plastic) threaded piping systems carrying 
air, water, steam, natural gases, ammonia, brine,
dilute acids and alkalis. Not for oxygen systems.
Gray

87645
87640
87635
80203

Pt
1/2 Pt
1/4 Pt
2 Oz.

12
24
24
72

22
20
6

12

MC,AC
MC,AC
MC,AC

T

 8.65
4.90
3.65
2.35

10825 1/4 Pt 24 8 MC,AC 7.05
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Joint Compounds and Lubricants
WELD-ON NUMBER &
PRODUCT DESCRIPTION

STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

CONTAINER 
CODE

LIST PRICE/
UNIT

White Seal
A white grit-free, extreme duty pipe joint compound
with a special blend of homogenized Teflon®

particles and non-toxic oils; for sealing and
lubricating all metal and plastic threaded piping
systems carrying acids, air, gases, ammonia, brine,
caustic alkalis, corrosives, freons, fuel, oils, solvents,
sugar, steam and water. Not for fluorine, molten
metals or oxygen systems.
White   
Teflon® is a registered trademark of DuPont

87740
87735
87730
87725
80200

Qt
Pt

1/2 Pt
1/4 Pt
2 Oz.

12
12
24
24
72

38
22
20
6

12

MC,AC
MC,AC
MC,AC
MC,AC

T

44.55
25.00
15.15

8.20
3.85

505™ Key-Tite®

For threaded, gasketed and flanged metal joints. Lead 
free. Not for use on ABS or CPVC pipe or fittings.

Key-Tite® is a registered trademark of Joy Mfg. Co.

10061
10062
10063
10064
10068
10069

5 Gal
Gal
Qt
Pt

1/2 Pt
1/4 Pt

1
4

12
12
24
24

63
53
41
21
21
11

MC,TT
MC,TT
MC,TT
MC,AC
MC,AC
MC,AC

 390.40
81.35
22.90
13.65

9.65
5.90

Thread Seal Tape With Teflon®

White
White  
White
White
White
Yellow Gas Line
Pink Extra Duty

80315
80310
87750
87755
87720
80320
80325

½”x260” 
½”X520” 
¾”X260”
¾”x520”
1”x520” 
½”x260”
½”X260”

100
100
100
100
25

144
144

11
11
11
11
6
3
3

N/A
N/A
N/A
N/A
N/A
N/A
N/A

1.00
1.40
2.30
2.95
3.70
5.65
5.25

Pipe Stick Joint Compound
No lead. Non-toxic. For metal or plastic pipe. Prevents 
rust and corrosion allowing easier disassembly.

81255 1.3 Oz. 12/144 20 N/A 1.75

Epoxy Putty Stick
Quick hardening sealant/adhesive. Plugs, seals,
patches or repairs almost any material except Polyeth-
ylene or Polypropylene. Excellent for underwater
repairs. Non-toxic, safe for potable water lines.

84055 4 Oz. 24 8 N/A 12.05

Soft Seal Plumbers Putty
A plastic putty and fixture setting compound that will 
not harden, crack or crumble.

80105
80103
80100

5 LB.
3 LB.

14 Oz.

6
6

24

32
40
26

PC
PC
PC

12.15
8.20
2.90

182™ Roof Flashing Cement
Wet or dry weather plastic cement for repairing and 
sealing leaks around flashings, sky lights, vents, gutter 
and other protrusions.

10050
10051

Gal
Qt

4
12

40
30

TT
TT

20.75
9.30

Seal Lube Gasket Lubricant
Primes and lubricates slip-on or “O” Ring type joints
with rubber or synthetic rubber gaskets.
Milky   

87715
87710
87705
87705

Gal
Qt
Pt

4
12
24

35
28
30

PC
PC
PC
PC

30.25
9.50
5.50.65

Light Cutting Oil
For light duty manual or low RPM threading machines.

80425
80424

Gal
Qt

6
12

45
23

PC
PC

32.10
11.65

Dark Cutting Oil
For medium to heavy duty cutting and
threading machines.

80422
80421
80420
80415

5 Gal
Gal
Qt
Pt

1
6

12
12

48
45
23
14

Pail
PC
PC
PC

139.90
29.95
11.30
8.50

Slik Seal Plumbers Grease 80427 1 Oz. 24 2 Tin 3.15

10061 5 Gal 1 63 MC,TT  390.40
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Solder, Flux, and Fitting Brushes
WELD-ON NUMBER &
PRODUCT DESCRIPTION

ILLUSTRATION STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

LIST PRICE/
UNIT

Soldering Flux
Paste Flux
Paste Flux
Paste Flux
Paste Flux
Tinning Flux
Tinning Flux
General Purpose Fluid Flux

81340
81332
81331
81310
81330
81320
81300

1 LB.
8 Oz.
4 Oz.

1.7 Oz.
8 Oz.

1.7 Oz.
4 Oz.

12
12
12

144
12

144
16

18
8
7

19
8
1
5

13.75
11.20
8.35
4.20

26.90
3.85

Solders
Lead-Free Solder
Lead-Free Solder
50/50 Solid Wire Solder
50/50 Solid Wire Solder
40/60 Acid Core Solder

80830
80820
80930
80920
81020

1 LB.
½ LB.
1 LB.
½ LB.
½ LB.

12
12
12
12
12

14
7

14
7
7

26.10
13.90
12.20

7.00
8.35

Brushes, Sand Cloth, Miscellaneous
Acid Brushes
Premium Duty Fitting Brush
Premium Duty Fitting Brush
Premium Duty Fitting Brush
Premium Duty Fitting Brush
Premium Duty Fitting Brush
Premium Duty Fitting Brush
Heavy Duty Wire Handle Fitting Brush
Heavy Duty Wire Handle Fitting Brush
Heavy Duty Wire Handle Fitting Brush
Combination 4-n-1 Copper Tube & Fitting Brush
Copper Tube Cleaning Brush
Copper Tube Cleaning Brush
Sand Cloth 2 Yds. x 1-1/2”
Sand Cloth 10 Yds. x 1-1/2”
Sand Cloth 25 Yds. x 1-1/2”
Open Mesh Cloth 5 Yds. x 1-1/2”
Open Mesh Cloth 10 Yds. x 1-1/2”
Flame Stopper Torch Protector

81352
81610
81620
81625
81630
81635
81640
87795
87800
87805
81651
81560
81565
81400
81405
81410
81500
81505
80890

N/A
½”
¾”
1”

1-1/4”
1-1/2”

2”
½”
¾”
1”

N/A
½”
¾”

1-1/2”
1-1/2”
1-1/2”
1-1/2”
1-1/2”
9”x12”

144
12
12
12
12
12
12
12
12
12
10
36
36
24
24
24
24
24
25

5
2
2
2
2
2
2
2
2
2
4
3
3
6

13
25
6

13
11

.35
3.15
3.35
3.70
4.75
4.75
6.65
2.25
2.30
2.40

24.25
6.55
7.55
3.25
8.80

19.30
12.10
19.95
20.30

Applicators and Accessories

PB-1 Plastic Handle Brush; fits standard pint and
quart cans.
CM BCP Can-Mate®

Adjustable Plastic Handle Natural Bristle Brush; fits
standard pint and quart cans.

12121

10963

1”

1”

25

25

3

2

 6.00

6.70

Can-Tote Cement and Primer Carrier
For carrying pint and quart size cans. 12891 N/A 24 14 11.00

Can-Mate® Carrier Kit
Kit includes plastic carrier arm and two (2)
Can-Mate® CM-150 adjustable shaft 1 1/2” diameter
daubers. For carrying 1/2 pint, pint and quart size
cement and primer cans.

10864 N/A 24 3  8.65



13NOTES: Container Codes: SC-Screw Cap (no applicator); AC-Applicator Cap; MC-Metal Can; T-Tube; TT-Triple Tight (paint style) Can; PC-Plastic Container; WM-Wide Mouth (opening); 
N/A-Not Applicable Shaded items will be discontinued when inventories are depleted.

NOTES: Container Codes: SC-Screw Cap (no applicator); AC-Applicator Cap; MC-Metal Can; T-Tube; TT-Triple Tight (paint style) Can; PC-Plastic Container; WM-Wide Mouth (opening); 
N/A-Not Applicable Shaded items will be discontinued when inventories are depleted.

Applicators and Accessories
WELD-ON NUMBER &
PRODUCT DESCRIPTION

ILLUSTRATION STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

LIST PRICE/
UNIT

Can-Mate™ Dauber
Adjustable Plastic Applicator With Telescoping Stem;
fits 1/2 pint, pint and quart cans.
CM-50 - 1/2” for pipe diameter up to 1”
CM-75 - 3/4” for pipe diameter up to 1 1/2”
CM-150 - 1 1/2” for pipe diameter up to 3”

12307
10832
10833

1/2”
3/4”

1 1/2”

50
50
50

2
2
2

 3.30
3.30
3.30

Cap Dauber
DP fits 1/2 pint and pint cans. DQ fits quart cans.
DP-50 - 1/2” for Flowguard Gold® - Pint
DP-75 - 3/4” for pipe diameter up to 1 1/2”
DP-150 - 1 1/2” for pipe diameter up to 3”
DQ-50 - 1/2” for Flowguard Gold® - Quart
DQ-75 - 3/4” for pipe diameter up to 1 1/2”
DQ-150 - 1 1/2” for pipe diameter up to 3”

10003
10004
10005
11831
12429
10006

1/2”
3/4”

1 1/2”
1/2”
3/4”

1 1/2”

100
100
100
100
100
100

2
2
2
2
2
3

 .75
.75
.80
.75
.75
.80

3020
Roll-A-Weld 3” roller for pipe dia. from 3” through 6”;
fits MT-653 empty quart triple tight neck can.

10007 3” 24 6  9.50

6020
Roll-A-Weld 4” roller for pipe diameters from 3”
through 8”; fits standard quart can as well as
MT-651 empty quart can.

11957 4” 24 4  9.35

7020
Jumbo Roll-A-Weld 7” roller for pipe diameters of 6”
or larger; fits MT-648 empty gallon can and cements
available in wide mouth cans.

10008 7” 20 7  11.65

4020
4” swab for pipe diameters of 6” or larger; fits 
MT-648 empty gallon can and cements available in
wide mouth cans.

10009 4” 24 5  11.65

5020
4” swab for pipe dia. from 3” through 8”; fits standard
quart can as well as MT-651 empty quart can.

12071 4” 24 4  9.35

CST-36
36” cable saw for cutting plastic pipe through 8” dia.

12739 36” 24 1  11.95

DEB-2 Deburring Tool
For PVC, CPVC, ABS, PE & PB pipe from 1/2”
through 2” IPS.

12079 N/A 6 1  61.40

Empty Metal Cans
MT-648 Gallon can; 2 7/8” neck
MT-651 Quart can; 1 3/4” neck
MT-653 Quart can; triple tight neck (paint style)
MT-654 Pint can; 1 3/4” neck

10010
10012
10014
10015

Gal
Qt

Qt TT
Pt

6
12
12
12

5
3
3
2

 12.30
4.20
4.20
3.70

“Easy Pour” Spout
Makes pouring solvent cements and primers easy
and with less mess. Fits pint, quart and standard
gallon size metal cans.

12832 N/A 3 per
inner bag.
12 inner
bags per

carton

1  3.50
Per
inner
bag
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Applicators and Accessories
WELD-ON NUMBER &
PRODUCT DESCRIPTION

ILLUSTRATION STOCK 
NUMBER

SIZE UNITS/
CASE

LBS./
CASE

LIST PRICE/
UNIT

Disposable Gloves
Protects hands against irritation from working with slow 
curing cements. Interchangeable for right or left hand.

10971 Fits All 100/Box 2 56.45/Box
Sold per
Box only

Reusable Latex Gloves (Type Y-18)
Protects hands against irritation from working with
slow curing cements. Long cuffs with textured grip
surfaces.

10970 Fits All 12 Pairs 
per Bag

3 8.05/Pair
Sold per
Bag only

GlueBuster Professional Hand Cleaner
An advanced, liquid hand cleaner for removing
residual solvent cements (PVC, CPVC, ABS),
primers & sealants. Also removes dirt, oil, grease
and much more.

12752
12753

Pt
2 Oz.

12
24

13
4

 11.45
3.35

Professional Hand Cleaner Wipes
An advanced strong hand cleaner wipe for removing
residual solvent cements (PVC, CPVC, ABS),
primers and sealants from hands, tools and equip-
ment. Also removes dirt, oil, grease and much more.

12762 10” x 12” 72 Wipes
per

Container
6

Containers
per Carton

14 31.65

ACCESSORIES for 811 Cartridge
MANUAL DISPENSING GUN
PNEUMATIC DISPENSING GUN 10:1
STRAIGHT MIXING TIP
FLEXIBLE MIXING TIP

N/A
N/A
N/A
N/A

11652
11199
11651
11196

N/A
N/A

Tips sold by 
bag only

1
1

10/bag
10/bag

4
7

<1
<1

 366.10
814.65

2.35
11.15

ACCESSORIES for 845 Cartridge
Dispensing Gun
Mixing Tip
Dispensing Gun
Mixing Tip

N/A
N/A
N/A
N/A

12471
11195
12613
11651

50 mL
50 mL
400mL
400mL

1
12
1
1

1
<1
4

<1

 61.65
1.20

383.85
2.35    

Joining Tools
P-0412 Pipe and Fitting Puller
P-1420 Pipe and Fitting Puller
PPB-1000 Portable Power Beveling Machine
MPB-2000 Mounted Power Beveling Tool
SRB-275 Short replacement blade for MPB 2000
LRB-450 Long replacement blade for MPB 2000

N/A
N/A
N/A
N/A
N/A
N/A

12816
12815
12814
12863
13029
13030

4”-12”
14”-24”
4”-24”

½”CTS-3”IPS
2-3/4”
4-1/2”

1
1
1
1
1
1

40
70
20
25
<1
<1  

Contact
Your

Supplier

TERMS OF SALE: 2% 10th Prox., Net 30 days.

MINIMUM ORDER: $100.00 Net.

FREIGHT TERMS: IPS Corp. will pay freight to one destination within the United States on Weld-On orders meeting a minimum
of 500 lbs. or $1,250.00 net.  Shipper reserves the right to choose the method of shipment and choice of routing.
Returned Goods: IPS Corp. will not accept returned merchandise without prior authorization for RGA Number, which must be 
displayed on the outside of the shipping carton and packing slip. Authorized returns must be in full case quantities, shipped prepaid 
and are subject to a 25% Restocking Fee. IPS Corp. will not accept merchandise that has been discontinued or merchandise with 
less than half of the shelf life remaining.

STANDARD PACKAGING: We reserve the right to increase orders for less than standard packaging to minimum
standard packaging quantities.

WARRANTY: Since specifi c use, materials and product handling are not controlled by IPS Corp., our warranty is limited
to the replacement of defective IPS Corp. material.

NOTES: Container Codes: SC-Screw Cap (no applicator); AC-Applicator Cap; MC-Metal Can; T-Tube; TT-Triple Tight (paint style) Can; PC-Plastic Container; WM-Wide Mouth (opening); 
N/A-Not Applicable Shaded items will be discontinued when inventories are depleted.

NOTES: Container Codes: SC-Screw Cap (no applicator); AC-Applicator Cap; MC-Metal Can; T-Tube; TT-Triple Tight (paint style) Can; PC-Plastic Container; WM-Wide Mouth (opening); 
N/A-Not Applicable Shaded items will be discontinued when inventories are depleted.

10970 Fits All 12 Pairs 
per Bag

3 8.05/Pair
Sold per
Bag only

10971 Fits All 100/Box 2 56.45/Box
Sold per
Box only

12753 2 Oz. 24 4 3.35
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PVC Solvent Cements
700 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1
702 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1
704 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1
705 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1
710 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2
711 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  2
717 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2
719 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2
721 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2
725 Wet 'R Dry  . . . . . . . . . . . . . . . . . . . . . . .                        2
727 Hot 'R Cold . . . . . . . . . . . . . . . . . . . . . . .                        3
735 Wet 'N Fast . . . . . . . . . . . . . . . . . . . . . . .                        3
737 Turf 'N Ag . . . . . . . . . . . . . . . . . . . . . . . .                         3
747 Pool 'R Spa . . . . . . . . . . . . . . . . . . . . . . .                        3
795 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3

Low VOC PVC Solvent Cements
(Meets SCAQMD 1168/316A Requirements)*
2700 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
2704 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
2705 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6
2711 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 6
2717 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6
2719 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6
2721 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6
2725 Wet 'R Dry  . . . . . . . . . . . . . . . . . . . . . .                       6
2735 Wet 'N Fast . . . . . . . . . . . . . . . . . . . . . .                       6
2737 Turf 'N Ag . . . . . . . . . . . . . . . . . . . . . . .                        6
2747 Pool 'R Spa . . . . . . . . . . . . . . . . . . . . . .                       7
2795 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7

CPVC Solvent Cements
Flowguard Gold . . . . . . . . . . . . . . . . . . . . . . .                        3
All Weather Flowguard Gold . . . . . . . . . . . . .              3
713 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4
714 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4
724 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4
729 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4

Low VOC CPVC Solvent Cements
(Meets SCAQMD 1168/316A Requirements)*
Flowguard Gold . . . . . . . . . . . . . . . . . . . . . . .                        7
All Weather Flowguard Gold . . . . . . . . . . . . .              7
724 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  7
729 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  7
2714 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 7 

ABS Solvent Cements
771 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  4
773 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  4

Low VOC ABS Solvent Cements
(Meets SCAQMD 1168/316A Requirements)*
2771 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 8
2773 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 8

Multi-Purpose and Transition Cements
790 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  5
793 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  5
794 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  5
796 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  5

Low VOC Multi-Purpose 
and Transition Cements 
(Meets SCAQMD 1168/316A Requirements)*
2790 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 8
2794 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 8

Primers and Cleaners
(Meets SCAQMD 1168/316A Requirements)*
P-68 Primer . . . . . . . . . . . . . . . . . . . . . . . . . .                           8
P-70 Primer . . . . . . . . . . . . . . . . . . . . . . . . . .                           8
P-75 Wet 'R Dry Primer . . . . . . . . . . . . . . . . .                  9
PC-64 Primer-Cleaner . . . . . . . . . . . . . . . . . .                   9
C-65 Cleaner . . . . . . . . . . . . . . . . . . . . . . . . .                          9

Special Purpose Products
810 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  9
811 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  9
845 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  9
845 SK . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               9
600 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 10
2763 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                10

Joint Compounds and Lubricants
All Seal  . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             10
Blue Seal . . . . . . . . . . . . . . . . . . . . . . . . . . .                            10
Gold Seal . . . . . . . . . . . . . . . . . . . . . . . . . . .                            10
Gray Seal . . . . . . . . . . . . . . . . . . . . . . . . . . .                            10
White Seal . . . . . . . . . . . . . . . . . . . . . . . . . . .                           11
505 Key-Tite  . . . . . . . . . . . . . . . . . . . . . . . . .                         11
Thread Seal Tape  . . . . . . . . . . . . . . . . . . . . .                     11
Pipe Stick Joint Compound . . . . . . . . . . . . . .              11
Epoxy Putty Stick . . . . . . . . . . . . . . . . . . . . . .                     11
Soft Seal Plumbers Putty . . . . . . . . . . . . . . . .               11
182 Roof Flashing Cement . . . . . . . . . . . . . .              11
Seal Lube Gasket Lubricant  . . . . . . . . . . . . .             11
Light Cutting Oil . . . . . . . . . . . . . . . . . . . . . . .                       11
Dark Cutting Oil . . . . . . . . . . . . . . . . . . . . . . .                       11
Slik Seal Plumbers Grease . . . . . . . . . . . . . .              11

Solders, Flux, and Fitting Brushes
Soldering Flux . . . . . . . . . . . . . . . . . . . . . . .                        12
Solders  . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             12
Fitting Brushes . . . . . . . . . . . . . . . . . . . . . . .                        12
Copper Tube Cleaning Brushes  . . . . . . . . .          12
Sand Cloth . . . . . . . . . . . . . . . . . . . . . . . . . .                           12
Flame Stopper . . . . . . . . . . . . . . . . . . . . . . .                        12

Applicators and Accessories
Plastic Handle Brushes, 
Can Carriers  . . . . . . . . . . . . . . . . . . . . . .                      12,13
Daubers, Rollers, Swabs . . . . . . . . . . . . . . .                13
Cable Saw . . . . . . . . . . . . . . . . . . . . . . . . . .                           13
Deburring, Joining Tools  . . . . . . . . . . . . .             13,14
Empty Metal Cans, Easy Pour Spout  . . . . .      13
Gloves, Hand Cleaners . . . . . . . . . . . . . . . .                 14
Dispensing Guns and Mixing Tips . . . . . . . .         14

* California air quality requirements.
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Each Weld-On cement is developed for a specific purpose by skilled 
technicians in our well-equipped laboratory. Every production batch of 
Weld-On cement is checked to assure that consistent quality is 
maintained. All retained batch samples are kept for a period of at least 
one year. A batch identification code is stamped on each can which gives 
the date of manufacture.

To assist you in the proper selection of Weld-On products, a Product 
Guide and Selection Guide are available. We also have installation 
literature available as well as a Technical Department to assist you with 
the proper installation of our product.


